Optimisation of a transmission line transformer for megavolt nanosecond pulses

Published in:

Published: 01/01/2006

Document Version
Accepted manuscript including changes made at the peer-review stage

Please check the document version of this publication:
• A submitted manuscript is the author's version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher's website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

Citation for published version (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.
• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal

Take down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.

Download date: 27. Dec. 2018
Abstract

The area of pulsed-power technology covers a broad range of voltages and pulse durations. State of the art systems have voltages up to a few hundred kilovolts at pulse lengths down to the nanosecond range. Special applications require extreme field strengths in the range of 1 GV/m. The design of a compact source, meeting the above requirement aims for 1 MV, 1ns pulses.

In this paper, we propose a concept for a novel compact transmission line transformer for mega-volt nanosecond pulses avoiding the use of ferromagnetic cores around each individual transmission line. The proposed TLT consist of 10 coaxial transmission lines which are connected in parallel at the input and in series at the output.

One of the present challenges is the design of the connection to the input and output of the transmission line transformer.

INTRODUCTION

High-voltage pulse technology is widely used in applications ranging from radar to extreme ultra violet sources and from nuclear fusion to waste-water treatment. The proposed novel transmission line transformer aims for a major breakthrough in this technology. It will find application in science (lasers, plasma accelerators), in industry (there is an interest in the high-voltage system and for the associated diagnostic, behaviour of dielectric materials exposed to extremely short high-voltage pulses). The pulse source can be used as well for biomedical purposes (emitters of THz-radiation [1]) or processing of biomedical/chemical materials by exposing them to short-pulsed high field strength [2] as in seismic profiling of deep-sea bottom layers [3].

This paper describes the design and construction of a compact transmission line transformer which can be used in the future for generating nanosecond MV pulses. The demand of compactness implies the use of very short pulses. The final aim of our project is to increase the performance of MV pulsed-power supplies to a level at which 1MV pulses can be produced with rise time, and jitter down to the 10-ps range. Our proposed device aims to improve these main aspects while avoiding ferromagnetic cores around each individual transmission line. This latter requirement should enable a more compact source design since the use of magnetic cores increases the necessary insulation distances.

THEORY OF TRANSMISSION LINE TRANSFORMERS

There are a number of transmission line transformer designs which can be used in pulsed power generators. Available TLT-related pulsed power circuit topologies are reviewed by Smith [4]. The simplest type of transmission line transformer has been chosen to fulfill the requirement for our compact construction. The proposed TLT consists of 10 coaxial transmission lines which are connected in parallel at the input and in series in the output. To explain its function, a model is used with four identical transmission lines, see “Fig. 1”, but it can easily be extended to n lines.

"Fig. 2" shows the schematic equivalent diagram of a four stage transmission line transformer. The output impedance, voltage and current are denoted as nZ₀, nV₀ and I₀ respectively, where I₀ is the switching current and Z₀ is the impedance of each transmission line. The secondary wave impedance Zₛ in the design should be much larger than the characteristic impedance of each individual line.
In an equivalent circuit diagram, each signal can be represented as a voltage source of twice the input voltage \( V_0 \) in series with the cable impedance \( Z_0 \). The load for each cable is the combination of the other cables, the actual load plus impedance for each cable that represents the return path for the wave that will propagate in the air between the braid and any other available conductor – it is called the secondary wave \([5]\) (impedance \( Z_s \) in the equivalent circuit diagram).

Voltage in each line can be found by formula:

\[
V_n = k_n (V_{n+1} + 2V_0)
\]

where

\[
k_n = \frac{Z_n}{Z_n + Z_0}
\]

\[
Z_n = Z_S \frac{Z_{n+1} + Z_0}{Z_S + Z_{n+1} + Z_0}
\]

Smith \([4]\) and Wilson \([6]\) use equivalent circuit presented on Fig. 3, from which the output voltage of the first step and the gain of an \( n \)-stage transformer can be estimated.

---

### NOVEL TRANSMISSION LINE TRANSFORMER

Fig. 4 presents a design of novel 10-stages transmission line transformer for megavolt nanosecond pulses.

The Wilson model discusses in the last section assumes that the connection point of the TLT has no dimension. However, for rise times shorter that 1ns the dimension of the TLT is unavoidably relatively large and transmission line effects along the connection points must be taken into account, see “Fig. 5”.

Fig. 5. The TLT scheme including transmission line effects along the connection points at the output
To simplify the analysis, let’s assume that the secondary mode can be neglected. Each transmission line has impedance $Z_0$ ending with $Z_I$. If $Z_I$ is much larger than $Z_0$, each TL can be modelled with a source of $2V_0$ owing to the nearly full reflection. The incoming pulse propagates in two opposite directions. Since the impedance to the left and right are taken equal the voltages are equal but have opposite polarities. The doubling of the voltages at the almost open output is lost by the separation of the pulses. On a longer time scale the pulse to the left reflects at the left side and returns with inversed polarity, so it adds to the direct pulse to the right. On the time scale we are interested in this is too late. Furthermore, the pulses coming from the transmission lines far from the load have losses due to reflection at each transmission line.

For cable number $n=1\ldots9$, voltage in each line can be find by equation:

$$V_n = k \left(V_{n+1} + V_0\right)$$  \hspace{1cm} (6)

where

$$k = \frac{2Z_I}{2Z_I+Z_0}$$  \hspace{1cm} (7)

The Output voltage can be found by equation:

$$V_{\text{out}} = 2 \left(V_0 + V_1\right)$$  \hspace{1cm} (8)

or

$$V_{\text{out}} = 2 \cdot V_0 \sum_{n=0}^{N-1} k^n = 2 \cdot V_0 \frac{1-k^n}{1-k}$$  \hspace{1cm} (9)

The behaviour of the complete TLT is more complicated, because:
- The connection between the line outputs is not simple transmission line configuration
- The secondary mode has to be included
Therefore a time domain electromagnetic field simulation with ST Microwave Studio is performed to analyze the performance of this ten stage TLT.

**DESIGN OF TRANSMISSION LINE TRANSFORMER**

The characteristic impedance of each coaxial line is given by

$$Z = \frac{1}{2\pi} \sqrt{\frac{\mu}{\epsilon}} \ln \frac{r_{\text{ext}}}{r_{\text{int}}}$$  \hspace{1cm} (11)

with $r_{\text{ext}}=6.5mm$ and $r_{\text{int}}=4.0mm$, and using vacuum as insulating medium between the two Ag conductors, $Z_{\text{load}}=24.3 \ \Omega$.

At the output the lines are in series. The total impedance is simply the sum of the single line impedances. In contrast, at the input the reciprocal of the total impedance is the sum of the reciprocal of the impedances of each single line since they are in parallel.
Using the model it is possible to improve the gain factor by changing some details of the TLT. As the gain is limited by the connection at the output, this port will be redesigned. An option is by step wise increasing the line impedance at each successive point where the next line enters.

A critical design aspect of the connection to the input and output of transmission line transformer is the synchronization of the pulses entering and leaving the 10 stages TLT. We plan both modelling and experiments on the input of transmission line transformer \((Z_{in} = 2\Omega)\) in the near future. A disadvantage of a common pulse-forming line is that the voltage amplitude into a matched load is half of the applied voltage. The Blumlein circuit consisting of two lines can avoid this deficiency. Another option is using laser triggered capacitor discharge in order to inject synchronously pulses in all TLT lines.

At the output the pulse synchronization has to be realized through proper impedance matching and appropriate time delays in the individual transmission lines.

REFERENCES


