Reluctance network model for the in-wheel motor of a series-hybrid truck using Tooth Contour Method

Citation for published version (APA):

DOI:
10.1109/CEFC.2010.5481859

Document status and date:
Published: 01/01/2010

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:
• A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain.
• You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 09. Apr. 2019
Reluctance Network Model for the In-wheel motor of a Series-Hybrid Truck using Tooth Contour Method

M.F.J. Kremers, E. Ilhan, D.C.J. Krop, J.J.H. Paulides and E.A. Lomonova
Electromechanics and Power Electronics Group
Eindhoven University of Technology
P.O. Box 513, 5600 MB, Eindhoven, The Netherlands
Email: m.f.j.kremers@student.tue.nl

Abstract—Recently, series-hybrid drivetrains are given more emphasis over parallel-hybrid drivetrains due to their simplicity, freedom in implementation and higher efficiency. However, the modeling phase of such machines takes either long calculation time with numerical methods such as Finite Element Analysis (FEA) or produces low accurate results with Magnetic Equivalent Circuit (MEC) models. In this paper a method is used to build a reluctance network where high accuracy is obtained yet still with acceptable calculation time.

I. INTRODUCTION

Hybrid vehicles, which employ a technology combining gasoline and electric motors, are a hot item these days for transporters looking for ways to cut their fuel bills. However, commercially available high torque motors are limited in their speed envelope which prevents the truck to attain maximum velocity. Hence, it is requested to design an in-wheel motor. This is a very challenging task, since the space envelope is limited (power requirement is approximately $2.3 \text{ MW/m}^3$) and an extended field weakening capability of almost five times base speed is essential [1].

The limited space envelope in combination with the high power requirement calls for an accurate model with acceptable calculation time. This model can be constructed using the Tooth Contour Method (TCM).

II. TOOTH CONTOUR METHOD

The TCM is based on dividing the ferromagnetic bodies of the machine in parts and calculate their mutual permeances in the air space between the separate bodies for different rotor positions [2] [3]. The permeance is calculated by exiting one part called contour with an arbitrary scalar potential and place all the other contours at zero potential, illustrated in Fig. 1.

The permeance between two contours can be calculated from the amount of flux entering the contour at zero potential as illustrated in Fig. 2. The distribution of the electrostatic field entering the contours on 3 magnets for different rotor positions is shown in Fig 2(a-c). From this electric field, the magnetic field distribution and thus the permeance between two parts can be calculated. The resulting permeance for different rotor positions is shown in Fig. 2(d). The permeances are used to construct a reluctance network model of the machine.

III. CONCLUSION

Flux tubes, which are used for MEC, are spatially bounded and therefore the flux outside the tube is neglected. The permeances calculated with the TCM are not spatially bounded and thus more accurate. Furthermore no knowledge about the flux distribution in the machine is required to calculate the permeances. At the same time the number of elements in the reluctance network is much lower than the number of elements used in the FEA. This results in a significant shorter calculation time.

Electromagnetic quantities such as magnetic flux density, torque and back-EMF can be calculated of the model constructed with the TCM and verified with 2D FEA and MEC.

REFERENCES

