Exact computation of the axial vibration of two coupled liquid-filled pipes
Tijsseling, A.S.

Published: 01/01/2009

Document Version
Publisher's PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:

- A submitted manuscript is the author's version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher's website.
- The final author version and the galley proof are versions of the publication after peer review.
- The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

Citation for published version (APA):
CASA-Report 09-14
May 2009

Exact computation of the axial vibration
of two coupled liquid-filled pipes

by

A.S. Tijsseling

Centre for Analysis, Scientific computing and Applications
Department of Mathematics and Computer Science
Eindhoven University of Technology
P.O. Box 513
5600 MB Eindhoven, The Netherlands
ISSN: 0926-4507
EXACT COMPUTATION OF THE AXIAL VIBRATION OF TWO COUPLED LIQUID-FILLED PIPES

Arris S. Tijsseling
Department of Mathematics and Computer Science
Eindhoven University of Technology
P.O. Box 513, 5600 MB Eindhoven
The Netherlands
Phone: +31 40 247 2755
Fax: +31 40 244 2489
E-Mail: a.s.tijsseling@tue.nl

ABSTRACT
A simple recursion is presented that finds exact solutions to the problem of two coupled axially-vibrating liquid-filled pipes. Fluid-structure interaction at pipe ends and junction, and along the pipe because of axial-radial Poisson contraction, is taken into account. The solutions obtained for a waterhammer problem show unprecedented details that resemble noise.

Keywords waterhammer, pipe vibration, fluid-structure interaction, travelling wave, method of characteristics

INTRODUCTION
Strong fluid-structure interaction (FSI) may happen in axially vibrating liquid-filled pipes with closed ends. At the pipe ends, pressure waves in the liquid interact with stress waves in the pipe walls. Such interaction takes also place at unrestrained junctions like pipe diameter changes and elbows (junction coupling). Second and third types of interaction occur along the entire pipe as a result of axial-radial contraction effects (Poisson coupling) and skin friction (friction coupling). The significance of the subject lies in the study of severe waterhammer events and in the altered resonant vibration of liquid-filled pipes [1-3].

A general method is presented that finds exact solutions of the sketched problem if the wave propagations are one-dimensional and non-dispersive. Wave fronts are automatically traced back in time to a given initial situation with the aid of a simple recursion. There are no interpolations, no adjustments of system parameters and no numerical approximations. The strength of the method is the simplicity of the algorithm (recursion) and the accurate (exact) computation of transient events. Its weakness is that the computation time increases exponentially for events of longer duration.

The test problem concerns the axial vibration of two connected, different pipes, where at the junction one incident wave results in two reflected and two transmitted waves. Instantaneous valve closure generates a waterhammer impact load of the pipes. The new exact solution of the transient vibration serves as a benchmark in the verification of numerical results and schemes. Furthermore, the method can be used to perform parameter variation studies without parameter changes generated by the numerical scheme itself (e.g. changed wave speeds or pipe lengths). The present study is a combination and extension of earlier work [4-5]. It gives for the first time exact solutions for FSI in a two-pipe system and as such is a valuable addition to the single-pipe studies [5-6].

MATHEMATICAL MODEL
Skalak [7] presented a four-equation model for the low-frequency acoustic vibration of straight, thin-walled, linearly elastic, prismatic pipes of circular cross-section, filled with inviscid liquid. The four equations, governing fluid velocity, $V$, fluid pressure, $P$, axial pipe velocity, $u_z$, and axial pipe stress, $\sigma_z$, are

$$\frac{\partial V}{\partial t} + \frac{1}{\rho_f} \frac{\partial P}{\partial z} = 0,$$  \hspace{1cm} (1)
\[ \frac{\partial V}{\partial z} + \left( \frac{1}{\frac{E}{K + \frac{2R}{EE}}} \right) \frac{\partial P}{\partial z} - \frac{2\nu}{E} \frac{\partial \sigma_s}{\partial t} = 0, \]
\[ \frac{\partial \tilde{u}_x}{\partial t} - \frac{1}{\rho_s} \frac{\partial \sigma_s}{\partial z} = 0, \]
\[ \frac{\partial \tilde{u}_x}{\partial z} = \frac{\nu}{E} \frac{\partial P}{\partial t} + \frac{\partial \sigma_s}{\partial t} = 0, \]

where \( E \) = Young modulus, \( e \) = wall thickness, \( K \) = bulk modulus, \( R \) = inner pipe radius, \( t \) = time, \( z \) = distance along pipe, \( \nu \) = Poisson ratio, \( \rho \) = mass density; the subscripts \( f \) and \( s \) refer to fluid and structure, respectively.

Initial conditions for all four variables, and two boundary conditions at each end of the pipe, complete the mathematical model.

If the Poisson ratio is set equal to zero (\( \nu = 0 \)) the Eqs (1-2) and (3-4) are reduced to classical waterhammer and longitudinal beam equations, respectively. Still, they may be coupled via mutual boundary conditions.

The Eqs (1-4) themselves are energy conserving, but damping can be introduced through the boundary conditions, for example an orifice for the fluid and a dashpot for the structure.

**RIEMANN INVARIANTS**

Method-of-characteristics (MOC) analysis of the basic Eqs (1-4) reveals the four Riemann invariants

\[ \eta_1 = V + \left( \frac{\lambda_1}{\rho_f c_f^2} + \frac{2\nu R}{\rho_s c_s^2 - \lambda_1^2} \right) P + \left( \frac{2\nu}{\rho_s c_s^2 - \lambda_1^2} \right) \tilde{u}_x, \]
\[ \eta_2 = V + \left( \frac{\lambda_2}{\rho_f c_f^2} + \frac{2\nu R}{\rho_s c_s^2 - \lambda_2^2} \right) P + \left( \frac{2\nu}{\rho_s c_s^2 - \lambda_2^2} \right) \tilde{u}_x, \]
\[ \eta_3 = \rho_f \frac{vR}{E e c_f^2 - \lambda_3^2} V + \left( \frac{vR}{E e c_f^2 - \lambda_3^2} \right) \tilde{u}_x, \]
\[ \eta_4 = \rho_f \frac{vR}{E e c_f^2 - \lambda_4^2} V + \left( \frac{vR}{E e c_f^2 - \lambda_4^2} \right) \tilde{u}_x, \]

which are constant along the characteristic lines in the distance-time plane with directions \( \frac{dz}{dt} = \lambda_1 \), \( \frac{dz}{dt} = \lambda_2 \), \( \frac{dz}{dt} = \lambda_3 \) and \( \frac{dz}{dt} = \lambda_4 \), respectively. The wave propagation speeds are

\[ \lambda_{1,2} = \pm \frac{1}{\sqrt{2}} \left[ \gamma^2 - (\gamma^2 - 4c_f^2 c_s^2)^{1/2} \right]^{1/2} \]
\[ \lambda_{3,4} = \pm \frac{1}{\sqrt{2}} \left[ \gamma^2 + (\gamma^2 - 4c_f^2 c_s^2)^{1/2} \right]^{1/2}, \]

where the constants

\[ c_f = \left( \frac{\rho_f R}{\rho_s e} + (1 - \nu^2) \frac{2\rho_f R}{E e} \right)^{-1/2} \]
\[ c_s = \left( \frac{E}{\rho_s} \right)^{1/2} \]

are the classical pressure and axial-stress wave speeds, and

\[ \gamma^2 = (1 + 2\nu^2 \frac{\rho_f R}{\rho_s e}) c_f^2 + c_s^2. \]

A full derivation of the wave speeds and the Riemann invariants can be found in [5 and 8].

Algebraic inversion of the Eqs (5-8) yields

\[ \begin{align*}
(1 - 2\nu^2 \frac{\rho_f R}{\rho_s e} c_f^2 \frac{\lambda_1^2}{c_s^4 - \lambda_1^2}) V &= \frac{\eta_1 + \eta_2}{2} + \\
-2
\nu^2 \frac{c_s^2}{c_s^4 - \lambda_1^2} (\lambda_3 + \eta_4) \end{align*} \]
\[ \begin{align*}
(1 - 2\nu^2 \frac{\rho_f R}{\rho_s e} c_f^2 \frac{\lambda_3^2}{c_s^4 - \lambda_3^2}) P &= \frac{\rho_f c_f^2}{\lambda_1} \left( \frac{\eta_1 - \eta_2}{2} \right) + \\
-2
\nu^2 \frac{c_s^2}{c_s^4 - \lambda_1^2} \frac{\rho_s R}{\rho_s e} c_f^2 \frac{\lambda_3^2}{c_s^4 - \lambda_3^2} \frac{\eta_3 - \eta_4}{2}, \end{align*} \]
\[ \begin{align*}
(1 - 2\nu^2 \frac{\rho_f R}{\rho_s e} c_f^2 \frac{\lambda_1^2}{c_s^4 - \lambda_1^2}) \tilde{u}_x &= \frac{-vR}{\rho_s e} \left( \frac{\lambda_1 - \eta_2}{2} \right) \end{align*} \]
\[ \begin{align*}
(1 - 2\nu^2 \frac{\rho_f R}{\rho_s e} c_f^2 \frac{\lambda_3^2}{c_s^4 - \lambda_3^2}) \tilde{u}_x &= \frac{vR}{e} \left( \frac{\lambda_3 - \eta_4}{2} \right) \end{align*} \]

The Eqs (5-9) and (12-15) are summarised in matrix-vector notation by

\[ \eta(z,t) = S^{-1} \phi(z,t) \quad \text{and} \quad \phi(z,t) = S \eta(z,t), \]

where \( \eta = (\eta_1, \eta_2, \eta_3, \eta_4)^T \) and \( \phi = (V, P, \tilde{u}_x, \sigma_s)^T \).
SOLUTION ALGORITHM FOR A SINGLE PIPE

The analysis is in terms of the Riemann invariants $\eta_1$, $\eta_2$, $\eta_3$, and $\eta_4$. Therefore, the initial and boundary conditions for $V$, $P$, $u$, and $\sigma$ are translated into Riemann invariants by means of the Eqs (5-8). The solution $\eta = (\eta_1, \eta_2, \eta_3, \eta_4)^T$ in interior point $P = (z, t)$, $0 < z < L$, $0 < t$, in the distance-time plane, is determined by the values of $\eta_1$, $\eta_2$, $\eta_3$, and $\eta_4$ generated at the boundary points $A_1$, $A_2$, $A_3$, and $A_4$, respectively, as displayed in Fig. 1. The value of $\eta$ in the boundary points, at $z = 0$ or $z = L$, is calculated from two compatibility equations, (5, 7) or (6, 8), and two given linear boundary conditions. Because each boundary calculation is mathematically the same, the entire solution can be condensed into a simple recursion. See Appendix A. Tracing characteristic lines backwards in time, the recursion stops at time level $t = 0$, where $\eta$ is assigned a known initial value. The general method is fully described and verified in Ref. [5]. At last, solution $\eta(z, t)$ is decomposed into the original variables through the Eqs (12-15).

Figure 1. Distance-time plane for single pipe.

SOLUTION ALGORITHM FOR A DOUBLE PIPE

If two different pipes (1 and 2) are connected at $z = z_j$, the local solution vector $\eta(P)$ is discontinuous and split into $\eta_1(P^+)$ and $\eta_2(P^-)$. The compatibility relations (5-8) provide four equations for the eight unknowns in $\eta(P^\pm)$, as seen from Fig. 2, and four additional equations are given by the linear junction condition

\[ J_1(t) \phi(z_j^-, t) = J_2(t) \phi(z_j^+, t) + r(t) \quad \text{or} \]

\[ J_1(t) S_1 \eta(z_j, t) = J_2(t) S_2 \eta(z_j, t) + r(t) \quad , \quad (17) \]

where $J_1$ and $J_2$ are 4 by 4 coefficient matrices and the vector $r$ represents for instance excitation or leakage. The pipe junction is without wave reflection only if $J_1(t) S_1 = J_2(t) S_2$ and $r(t) = 0$.

Conservation of volume and equilibrium of forces at an axial junction of two pipes, with cross-sectional areas $A_1$ and $A_2$ of fluid ($f$) and solid ($s$), is described herein by the two matrices:

\[
J_1 \begin{pmatrix} A_{i_f} & 0 & -A_{i_f} & 0 \\ 0 & 1 & 0 & 0 \\ 0 & 0 & 1 & 0 \\ 0 & A_{i_f} & 0 & -A_{i_f} \end{pmatrix}, \]

\[
J_2 \begin{pmatrix} A_{i_f} & 0 & -A_{i_f} & 0 \\ 0 & 1 & 0 & 0 \\ 0 & 0 & 1 & 0 \\ 0 & A_{i_f} & 0 & -A_{i_f} \end{pmatrix}
\]

and $r(t) = 0$. (18)

Separating the unknown values $\eta u = (\eta_2, \eta_1, \eta_2, \eta_1)^T$ from the known values $\eta k = (\eta_1, \eta_2, \eta_1, \eta_2)^T$ at the junction, see Fig. 2, gives the following relation:

\[
\eta u = J S U^{-1} J S K \eta k
\]

with

\[
J S K = \begin{pmatrix} -(J_1 S_1)_{11} & (J_2 S_2)_{12} & -(J_1 S_1)_{31} & (J_2 S_2)_{32} \\ -(J_1 S_1)_{21} & (J_2 S_2)_{22} & -(J_1 S_1)_{32} & (J_2 S_2)_{33} \\ -(J_1 S_1)_{41} & (J_2 S_2)_{42} & -(J_1 S_1)_{43} & (J_2 S_2)_{44} \end{pmatrix}
\]

and

\[
J S U = \begin{pmatrix} -(J_2 S_2)_{11} & (J_1 S_1)_{12} & -(J_2 S_2)_{31} & (J_1 S_1)_{32} \\ -(J_2 S_2)_{21} & (J_1 S_1)_{22} & -(J_2 S_2)_{32} & (J_1 S_1)_{33} \\ -(J_2 S_2)_{41} & (J_1 S_1)_{42} & -(J_2 S_2)_{43} & (J_1 S_1)_{44} \end{pmatrix}
\]

Symbolic matrix inversion of the 4 by 4 matrix $J S U$ is possible, but not carried out herein because there is no clear advantage over a numerical inversion. Because $J_1$ and $J_2$ in Eq. (18) are constant matrices, $J S U$ has to be inverted numerically only once.

The solution procedure is tracking wave paths back in time and solving the boundary and junction equations in a recursive way as described for the single pipe. The junction coupling equation (19) is now included in the recursion. The algorithm is given in Appendix A.

Figure 2. Distance-time plane for double pipe.
Figure 3. Sketch of test problem; PT = pressure transducer; distances in metres.

Table 1. Input data for the calculation: material and geometrical properties of liquid and pipes.

<table>
<thead>
<tr>
<th>Liquid</th>
<th>Pipe 1</th>
<th>Pipe 2</th>
</tr>
</thead>
<tbody>
<tr>
<td>$K$ = 2.1 MPa</td>
<td>$L_1 = 10$ m</td>
<td>$L_2 = 10$ m</td>
</tr>
<tr>
<td>$\rho_f = 1000$ kg/m$^3$</td>
<td>$E_1 = 2.1$ GPa</td>
<td>$E_2 = 2.1$ GPa</td>
</tr>
<tr>
<td>$Q_0 = 0.499$ m$^3$/s</td>
<td>$R_1 = 398.5$ mm</td>
<td>$R_2 = 398.5$ mm</td>
</tr>
<tr>
<td>$\epsilon_1 = 16$ mm</td>
<td>$\rho_1 = 7900$ kg/m$^3$</td>
<td>$\rho_2 = 7900$ kg/m$^3$</td>
</tr>
<tr>
<td>$\nu_1 = 0.30$</td>
<td>$E_1 = 2.1$ GPa</td>
<td>$E_2 = 2.1$ GPa</td>
</tr>
<tr>
<td>$L_2 = 10$ m</td>
<td>$R_2 = 398.5$ mm</td>
<td>$R_2 = 398.5$ mm</td>
</tr>
<tr>
<td>$\epsilon_2 = 8$ mm</td>
<td>$\rho_2 = 7900$ kg/m$^3$</td>
<td>$\rho_2 = 7900$ kg/m$^3$</td>
</tr>
<tr>
<td>$\nu_2 = 0.30$</td>
<td>$E_2 = 2.1$ GPa</td>
<td>$E_2 = 2.1$ GPa</td>
</tr>
</tbody>
</table>

Table 2. Initial liquid velocities ($V_0$), classical wave speeds ($c$), coupled wave speeds ($\lambda$), and wave travel times ($\Delta t$).

<table>
<thead>
<tr>
<th>Pipe 1</th>
<th>Pipe 2</th>
<th>Relations</th>
<th>Wave travel times</th>
</tr>
</thead>
<tbody>
<tr>
<td>$V_{10} = 1$ m/s</td>
<td>$V_{20} = 1$ m/s</td>
<td>$A_{1f} V_{10} = A_{2f} V_{20} = Q_0$</td>
<td>$L_1/V_{10} = L_2/V_{20} = 10$ s</td>
</tr>
<tr>
<td>$c_{1f} = 1202.1$ m/s</td>
<td>$c_{2f} = 1049.5$ m/s</td>
<td>$c_{1f} &gt; c_{2f}$</td>
<td>$\Delta t_{11} = L_1/c_{11} = 8.453$ ms</td>
</tr>
<tr>
<td>$c_{1s} = 5155.8$ m/s</td>
<td>$c_{2s} = 5155.8$ m/s</td>
<td>$c_{1s} = c_{2s}$</td>
<td>$\Delta t_{21} = L_2/c_{21} = 9.759$ ms</td>
</tr>
<tr>
<td>$\lambda_{11} = 1183.0$ m/s</td>
<td>$\lambda_{21} = 1024.7$ m/s</td>
<td>$\lambda_{11} &gt; \lambda_{21}$</td>
<td>$\Delta t_{13} = L_1/c_{13} = 1.909$ ms</td>
</tr>
<tr>
<td>$\lambda_{13} = 5239.1$ m/s</td>
<td>$\lambda_{23} = 5280.5$ m/s</td>
<td>$\lambda_{13} &lt; \lambda_{23}$</td>
<td>$\Delta t_{23} = L_2/c_{23} = 1.894$ ms</td>
</tr>
</tbody>
</table>

CALCULATED RESULTS

The test problem is instantaneous valve closure in the reservoir-pipe-valve system shown in Figure 3. The pipe is 20 m long and divided into two 10 m sections (1 and 2) with different wall thicknesses as specified in Table 1. The wave speeds in each section are different as listed in Table 2 and the used boundary conditions are given in Table 3. Wave reflection will occur at the junction of the two sections. Liquid waves will reflect because of the different wave speeds in the sections and solid waves will primarily reflect because of the difference in cross-sectional wall area. As a result of FSI (junction coupling), one incident wave produces two reflected and two transmitted waves. At the pipe ends, one incident wave generates two reflected waves: at $z = 0$ (fixed reservoir) because of Poisson coupling and at $z = L$ (moving massless valve) because of junction coupling. The continuous double reflection brings about an exponentially growing number of wave fronts travelling in the system.

The double-pipe algorithm has been tested and successfully verified against two-pipe waterhammer (no junction and Poisson coupling [4]), one-pipe FSI (no junction [5]), and Fortran MOC results obtained with slightly modified wave speeds [9].

Table 3. Boundary conditions.

<table>
<thead>
<tr>
<th>boundary</th>
<th>$z = 0$</th>
<th>$z = L$</th>
</tr>
</thead>
<tbody>
<tr>
<td>fluid</td>
<td>$P_1 = 0$</td>
<td>$F_2 = 0$</td>
</tr>
<tr>
<td>pipe</td>
<td>$\dot{u}_1 = 0$</td>
<td>$\dot{u}_2 = 0$</td>
</tr>
</tbody>
</table>

Time histories for pressure ($P$), fluid velocity ($V$), axial stress ($\sigma_z$) and pipe velocity ($\dot{u}_z$) calculated at $z = 11.15$ m are shown in the Figs 4-7. Each graph consists of 1000 points, and results without FSI coupling (frictionless classical waterhammer) are given as a reference.

Figure 4 shows that the maximum pressure predicted by classical waterhammer theory (dashed line) is exceeded considerably because of FSI (continuous line). Furthermore, a precursor travelling roughly at speed $c_b$ is running ahead of the main waterhammer wave which travels roughly at speed $c_f$. The variations in fluid velocity in Fig. 5, in particular the times of the jumps, are consistent with the variations in pressure in Fig. 4.
The axial pipe stress in Fig. 6 has a large positive value as long as the pressure acting on the free closed end at $z = L$ is large and positive. In principle, the entire solution can be calculated and explained from a detailed wave paths diagram and corresponding jump conditions [10-12]. This tremendous task is carried out automatically by the simple recursion given in Appendix A.

![Fig. 4](image1.png)

**Fig. 4.** Pressure history at $z = 11.15$ m. Continuous line: with FSI. Dashed line: classical waterhammer.

![Fig. 5](image2.png)

**Fig. 5.** Fluid velocity history at $z = 11.15$ m. Continuous line: with FSI. Dashed line: classical waterhammer.

![Fig. 6](image3.png)

**Fig. 6.** Stress history at $z = 11.15$ m. Calculation with FSI.

The Figs 4-7 show an amazing amount of detail. When time increases the calculated traces give the impression to contain noise, but that is not the case: the solutions are exact. In fact, to detect all tiny details, the resolution (the number of points in the graphs) should increase when time advances. This is easy to do, because the method is mesh-free: $z$ and $t$ can be chosen arbitrarily.

The Figs 8-11 show spatial distributions at time $t = 0.03$ s. The main pressure wave, generated by the valve closure at $t = 0$, has reflected from the reservoir and is moving back to the valve (to the right in Figs 8-9). The axial stress in Fig. 10 jumps by a factor two at the junction at $z = L/2$, because the wall areas in pipes 1 and 2 differ by a factor two. The pipe velocity in Fig. 11 is continuous at $z = L/2$.

![Fig. 7](image4.png)

**Fig. 7.** Pipe velocity history at $z = 11.15$ m. Calculation with FSI.

![Fig. 8](image5.png)

**Fig. 8.** Pressure distribution at $t = 0.03$ s. Continuous line: with FSI. Dashed line: classical waterhammer.
Fig. 9. Fluid velocity distribution at $t = 0.03$ s. Continuous line: with FSI. Dashed line: classical waterhammer.

Fig. 10. Stress distribution at $t = 0.03$ s. Calculation with FSI.

Fig. 11. Pipe velocity distribution at $t = 0.03$ s. Calculation with FSI.

DISCUSSION

The mathematical challenge was to obtain exact solutions in a system with an exponentially growing number of travelling discontinuities. This has been achieved by means of a simple recursion. The solutions presented for waterhammer with FSI in a two-pipe system show an amazing amount of detail, which looks like noise, but is not. In fact, the solutions mimic reality, where small imperfections in otherwise clean laboratory experiments can cause noise-like signals.

The amount of detail in the solutions increases with time, and this calls for non-uniform resolution in the graphs. This can easily be accomplished, even during the calculation, because the method is mesh-free and ideal for adaptivity.

The method is not suitable to simulate events of longer duration; the calculation time is prohibitive. A restart from a highly accurate solution obtained at time $t = T$ may then be an option, that is, restart with initial value $\psi(0) = \psi(z, T)$, where $\psi(z, T)$ has high spatial resolution. This procedure is to the detriment of some smearing, because interpolations are needed to find the restart's initial value for arbitrary $z$. The restart procedure is expected to work well for gradual valve closure, but for instantaneous valve closure (travelling contact discontinuities) the interpolation error might become unacceptable.

CONCLUSION

The presented method for simulating waterhammer with FSI is able to reveal subtle differences otherwise lost in numerical error, for example deviations due to marginally thicker sections, pipe clamps, small leaks, trapped air pockets, etc. These are minor effects that may accumulate in systems with low damping rates.

The exact solutions are to be used in the verification of numerical schemes.

REFERENCES


APPENDIX A

ALGORITHMS

Interior point calculation

The subroutine INTERIOR calculates \( \eta_1 \) and \( \eta_2 \) in the interior points of pipe 1 and 2, respectively, from the boundary and junction values. See Figs 1 and 2. Noting that \( \lambda_1, \lambda_2, \lambda_3, \lambda_2 \) are negative numbers herein, the pseudo-code reads:

\[
\begin{align*}
\text{INTERIOR (input: } z, t; \text{ output: } \eta_1, \eta_2) & \quad \text{if } (0 < z < z_j) \text{ then} \\
& \quad \text{CALL BOUNDARY } (0, t - z / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_1 := \eta_{11} \\
& \quad \text{CALL BOUNDARY } (z_j, t - (z - z_j) / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_2 := \eta_{12} \\
& \quad \text{CALL BOUNDARY } (0, t - z / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_3 := \eta_{13} \\
& \quad \text{CALL BOUNDARY } (z_j, t - (z - z_j) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_4 := \eta_{14} \\
& \quad \eta_1 := \eta_1 \\
& \quad \eta_2 := \eta_2 \\
& \quad \eta_3 := \eta_3 \\
& \quad \eta_4 := \eta_4 \\
\text{if } (z_j < z < L) \text{ then} & \quad \text{CALL BOUNDARY } (z_j, t - (z - z_j) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_1 := \eta_{21} \\
& \quad \text{CALL BOUNDARY } (z_j, t - (z - z_j) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_2 := \eta_{22} \\
& \quad \text{CALL BOUNDARY } (L, t - (z - L) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_3 := \eta_{23} \\
& \quad \text{CALL BOUNDARY } (L, t - (z - L) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_4 := \eta_{24} \\
& \quad \eta_1 := \eta_1 \\
& \quad \eta_2 := \eta_2 \\
& \quad \eta_3 := \eta_3 \\
& \quad \eta_4 := \eta_4 \\
\text{else} & \quad \text{"z is not an interior point"} \\
\text{end}
\]

Boundary point calculation

The recursive subroutine BOUNDARY calculates \( \eta_1 \) and \( \eta_2 \) in the boundary and junction points (finally) from constant initial values \( \eta_{10} \) and \( \eta_{20} \). See Fig. 2. Noting that \( \lambda_1, \lambda_2, \lambda_3, \lambda_4 \) are negative numbers herein, the pseudo-code reads:

\[
\begin{align*}
\text{BOUNDARY (input: } z, t; \text{ output: } \eta_1, \eta_2) & \quad \text{if } (t \leq 0) \text{ then} \\
& \quad \eta_1 := \eta_{10} \\
& \quad \eta_2 := \eta_{20} \\
\text{else} & \quad \text{CALL BOUNDARY } (z_j, t + z_j / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_1 := \eta_{11} \\
& \quad \text{CALL BOUNDARY } (z_j, t + z_j / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_2 := \eta_{12} \\
& \quad \eta_3 := \eta_{13} \\
& \quad \text{CALL BOUNDARY } (z_j, t + z_j / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_4 := \eta_{14} \\
& \quad \eta_1 := \alpha_{12}(t) \eta_2 + \alpha_{14}(t) \eta_4 + \\
& \quad \beta_{11}(t) q_1(t) + \beta_{13}(t) q_3(t) \\
& \quad \eta_2 := \eta_2 \\
& \quad \alpha_{32}(t) \eta_2 + \alpha_{34}(t) \eta_4 + \\
& \quad \beta_{31}(t) q_1(t) + \beta_{33}(t) q_3(t) \\
& \quad \eta_4 := \eta_4 \\
\text{if } (z = 0) \text{ then} & \quad \text{CALL BOUNDARY } (z, t + z / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_1 := \eta_{21} \\
& \quad \text{CALL BOUNDARY } (z, t + z / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_2 := \eta_{22} \\
& \quad \text{CALL BOUNDARY } (z, t + z / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_3 := \eta_{23} \\
& \quad \text{CALL BOUNDARY } (z, t + z / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_4 := \eta_{24} \\
& \quad \eta_1 := \eta_1 \\
& \quad \eta_2 := \alpha_{21}(t) \eta_1 + \alpha_{23}(t) \eta_3 + \\
& \quad \beta_{22}(t) q_2(t) + \beta_{24}(t) q_4(t) \\
& \quad \eta_3 := \eta_3 \\
& \quad \eta_4 := \alpha_{41}(t) \eta_1 + \alpha_{43}(t) \eta_3 + \\
& \quad \beta_{42}(t) q_2(t) + \beta_{44}(t) q_4(t) \\
\text{else} & \quad \text{CALL BOUNDARY } (0, t - z_j / \lambda_1; \eta_1, \eta_2) \\
& \quad \eta_1 := \eta_{11} \\
& \quad \text{CALL BOUNDARY } (L, t - (z - L) / \lambda_2; \eta_1, \eta_2) \\
& \quad \eta_2 := \eta_{22}
\end{align*}
\]
CALL BOUNDARY \( (0, t - z_j / \lambda_1; \eta_1, \eta_2) \)
\( \eta^3 := \eta_1^3 \)
CALL BOUNDARY \( (L, t - (z_j - L) / \lambda_2; \eta_1, \eta_2) \)
\( \eta^4 := \eta_2^4 \)
\( \eta_{1.1} := \eta_1 \)
\( \eta_{1.2} := \gamma_{21}(t) \eta_1 + \gamma_{22}(t) \eta_2 + \gamma_{23}(t) \eta_3 + \gamma_{24}(t) \eta_4 + \delta_2 \)
\( \eta_{1.3} := \eta_3 \)
\( \eta_{1.4} := \gamma_{41}(t) \eta_1 + \gamma_{42}(t) \eta_2 + \gamma_{43}(t) \eta_3 + \gamma_{44}(t) \eta_4 + \delta_4 \)
\( \eta_{2.1} := \gamma_{11}(t) \eta_1 + \gamma_{12}(t) \eta_2 + \gamma_{13}(t) \eta_3 + \gamma_{14}(t) \eta_4 + \delta_1 \)
\( \eta_{2.2} := \eta_2 \)
\( \eta_{2.3} := \gamma_{31}(t) \eta_1 + \gamma_{32}(t) \eta_2 + \gamma_{33}(t) \eta_3 + \gamma_{34}(t) \eta_4 + \delta_3 \)
\( \eta_{2.4} := \eta_4 \)
if \( (z \neq 0 \text{ AND } z \neq L \text{ AND } z \neq z_j) \) then 
"z is not at a boundary or junction"
end

**Coefficients**

The boundary conditions in Table 3 are expressed in terms of general matrix-vector equations in accordance with Ref. [5] by:

\[
D = \begin{pmatrix}
0 & 1 & 0 & 0 \\
1 & 0 & -1 & 0 \\
0 & 0 & 1 & 0 \\
A2 & 0 & -A2 & 0
\end{pmatrix}
\quad \text{and} \quad q = 0. \tag{21}
\]

The coefficients \( \alpha \) and \( \beta \) determine the unknowns \( \eta_1, \eta_3 \) at the left and right boundaries, respectively. The coefficients \( \gamma \) and \( \delta \) determine the unknowns \( \eta_2, \eta_4 \) at the left and right sides of the junction, respectively. The coefficients \( \alpha, \beta, \gamma \) and \( \delta \) are defined in terms of DS(D multiplied by S, see Eq. 16) and JS = JSU \( ^{-1} \) JSK (see Eq. 19) in Table 4.

**Implementation**

The algorithms have been implemented in Mathcad 11 and 14 and can be found in Appendix B.

<table>
<thead>
<tr>
<th>boundary ( z = 0 ) in pipe 1</th>
<th>boundary ( z = L ) in pipe 2</th>
<th>junction at ( z = z_j )</th>
</tr>
</thead>
<tbody>
<tr>
<td>( \text{det} 13 = DS_{11} DS_{31} - DS_{11} DS_{31} )</td>
<td>( \text{det} 24 = DS_{22} DS_{23} - DS_{24} DS_{21} )</td>
<td>( \gamma_{ij} = JS_{ij} )</td>
</tr>
<tr>
<td>( \alpha_{12} = \frac{-(DS_{11} DS_{31} - DS_{11} DS_{31})}{\text{det} 13} )</td>
<td>( \alpha_{21} = \frac{-(DS_{21} DS_{23} - DS_{24} DS_{21})}{\text{det} 24} )</td>
<td>( \delta i = (JSU^{-1} r)_{i} )</td>
</tr>
<tr>
<td>( \alpha_{14} = \frac{-(DS_{14} DS_{31} - DS_{14} DS_{31})}{\text{det} 13} )</td>
<td>( \alpha_{23} = \frac{-(DS_{23} DS_{24} - DS_{24} DS_{23})}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \alpha_{32} = \frac{-(DS_{11} DS_{33} - DS_{11} DS_{33})}{\text{det} 13} )</td>
<td>( \alpha_{41} = \frac{-(DS_{21} DS_{22} - DS_{22} DS_{21})}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \alpha_{34} = \frac{-(DS_{14} DS_{33} - DS_{14} DS_{33})}{\text{det} 13} )</td>
<td>( \alpha_{43} = \frac{-(DS_{24} DS_{22} - DS_{22} DS_{24})}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \beta_{11} = \frac{DS_{11}}{\text{det} 13} )</td>
<td>( \beta_{22} = \frac{DS_{22}}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \beta_{13} = \frac{DS_{13}}{\text{det} 13} )</td>
<td>( \beta_{24} = \frac{DS_{24}}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \beta_{31} = \frac{DS_{31}}{\text{det} 13} )</td>
<td>misprint in [5]</td>
<td></td>
</tr>
<tr>
<td>( \beta_{33} = \frac{DS_{33}}{\text{det} 13} )</td>
<td>( \beta_{42} = \frac{DS_{42}}{\text{det} 24} )</td>
<td></td>
</tr>
<tr>
<td>( \beta_{44} = \frac{DS_{44}}{\text{det} 24} )</td>
<td>( \beta_{44} = \frac{DS_{44}}{\text{det} 24} )</td>
<td></td>
</tr>
</tbody>
</table>
APPENDIX B

Meshless Water Hammer with FSI

"Double" pipe, Poisson and junction coupling, no friction, instantaneous valve closure.

Input data:

modified Delft Hydraulics Benchmark Problem A  (Figure 3, Table 1)

Liquid

\[ K := 2.1 \times 10^9 \text{ Pa} \]
\[ \rho_f := 1000 \frac{\text{kg}}{\text{m}^3} \]
\[ Q_0 := 0.5 \frac{\text{m}^3}{\text{s}} \]

Pipe 1

\[ L_1 := 10 \text{ m} \]
\[ R_1 := 398.5 \text{ mm} \]
\[ \text{ee}_1 := 16 \text{ mm} \]
\[ E_1 := 210 \times 10^9 \text{ Pa} \]
\[ \rho_1 := 7900 \frac{\text{kg}}{\text{m}^3} \]
\[ \nu_1 := 0.30 \]

derived data:

\[ A_1_f := \pi \cdot R_1^2 \]
\[ A_1_f = 0.499 \text{ m}^2 \]
\[ A_1_t := \pi \left[ (R_1 + \text{ee}_1)^2 - R_1^2 \right] \]
\[ A_1_t = 0.041 \text{ m}^2 \]
\[ V_{10} := \frac{Q_0}{A_1_f} \]
\[ V_{10} = 1.002 \text{ m} \cdot \text{s}^{-1} \]

Pipe 2

\[ L_2 := 10 \text{ m} \]
\[ R_2 := 398.5 \text{ mm} \]
\[ \text{ee}_2 := 8 \text{ mm} \]
\[ E_2 := 210 \times 10^9 \text{ Pa} \]
\[ \rho_2 := 7900 \frac{\text{kg}}{\text{m}^3} \]
\[ \nu_2 := 0.30 \]

derived data:

\[ A_2_f := \pi \cdot R_2^2 \]
\[ A_2_f = 0.499 \text{ m}^2 \]
\[ A_2_t := \pi \left[ (R_2 + \text{ee}_2)^2 - R_2^2 \right] \]
\[ A_2_t = 0.02 \text{ m}^2 \]
\[ V_{20} := \frac{Q_0}{A_2_f} \]
\[ V_{20} = 1 \text{ m} \cdot \text{s}^{-1} \]
Longitudinal wave speeds (Eqs 9-11, Table 2)

Pipe 1

\[ c_{12f} := \left[ \frac{E_f}{K} \left( \frac{1}{\rho_f} \right) \left[ 1 - \nu_1^2 \right] \right]^{-1} \]

\[ c_{1f} := \sqrt{c_{12f}} \quad c_{1f} = 1202.079 \text{ m/s}^{-1} \]

\[ c_{12i} := \frac{E_i}{\rho_i} \]

\[ c_{1i} := \sqrt{c_{12i}} \quad c_{1i} = 5155.8 \text{ m/s}^{-1} \]

\[ \gamma_{12} := c_{12f} + c_{12i} + 2 \cdot \nu_1^2 \cdot \frac{\rho_f}{\rho_i} \cdot \frac{R_i}{ee_1} \cdot c_{12f} \]

\[ \gamma_{12} = 2.885 \times 10^7 \text{ m}^2 \text{s}^{-2} \]

\[ \lambda_{12i} := \frac{1}{2} \left( \gamma_{12} - \sqrt{\gamma_{12}^2 - 4 \cdot c_{12f} \cdot c_{12i}} \right) \]

\[ \lambda_{1i} := \sqrt{\lambda_{12i}} \quad \lambda_{1i} = 1182.973 \text{ m/s}^{-1} \]

\[ \lambda_{12} := -\lambda_{1i} \quad \lambda_{12} = -1182.973 \text{ m/s}^{-1} \]

\[ \lambda_{13} := \frac{1}{2} \left( \gamma_{12} + \sqrt{\gamma_{12}^2 - 4 \cdot c_{12f} \cdot c_{12i}} \right) \]

\[ \lambda_{13} := \sqrt{\lambda_{123}} \quad \lambda_{13} = 5239.07 \text{ m/s}^{-1} \]

\[ \lambda_{14} := -\lambda_{13} \quad \lambda_{14} = -5239.07 \text{ m/s}^{-1} \]

Pipe 2

\[ c_{22f} := \left[ \frac{E_f}{K} \left( \frac{1}{\rho_f} \right) \left[ 1 - \nu_2^2 \right] \right]^{-1} \]

\[ c_{2f} := \sqrt{c_{22f}} \quad c_{2f} = 1049.497 \text{ m/s}^{-1} \]

\[ c_{22i} := \frac{E_i}{\rho_i} \]

\[ c_{2i} := \sqrt{c_{22i}} \quad c_{2i} = 5155.8 \text{ m/s}^{-1} \]

\[ \gamma_{22} := c_{22f} + c_{22i} + 2 \cdot \nu_2^2 \cdot \frac{\rho_f}{\rho_i} \cdot \frac{R_i}{ee_2} \cdot c_{22f} \]

\[ \gamma_{22} = 2.893 \times 10^7 \text{ m}^2 \text{s}^{-2} \]

\[ \lambda_{22i} := \frac{1}{2} \left( \gamma_{22} - \sqrt{\gamma_{22}^2 - 4 \cdot c_{22f} \cdot c_{22i}} \right) \]

\[ \lambda_{2i} := \sqrt{\lambda_{22i}} \quad \lambda_{2i} = 1024.711 \text{ m/s}^{-1} \]

\[ \lambda_{22} := -\lambda_{2i} \quad \lambda_{22} = -1024.711 \text{ m/s}^{-1} \]

\[ \lambda_{23} := \frac{1}{2} \left( \gamma_{22} + \sqrt{\gamma_{22}^2 - 4 \cdot c_{22f} \cdot c_{22i}} \right) \]

\[ \lambda_{23} := \sqrt{\lambda_{223}} \quad \lambda_{23} = 5280.511 \text{ m/s}^{-1} \]

\[ \lambda_{24} := -\lambda_{23} \quad \lambda_{24} = -5280.511 \text{ m/s}^{-1} \]
Matrices of coefficients A and B (for water hammer with FSI)  (Eqs 5-8; Ref 5, Eqs 21-22)

Note:
The matrices are made dimensionless through multiplication with the appropriate unit.
Scaling $P/K$ and $\sigma/E$ needed?

ORIGIN = 1

Pipe 1

\[
A_{1,1} := 1, \quad A_{1,2} := \frac{1}{\rho_1 c_1^2} \cdot \text{Pa}
\]
\[
A_{1,3} := 1, \quad A_{1,4} := -\frac{1}{\rho_1 c_1^2} \cdot \text{Pa}
\]
\[
A_{1,4,2} := \frac{\nu_1}{E_1} \cdot \frac{R_1}{\text{Pa}}
\]

\[
B_{2,1} := 1, \quad B_{1,2} := \frac{1}{\rho_1} \cdot \frac{\text{kg}}{\text{m}^3}
\]
\[
B_{1,3} := 1, \quad B_{1,4} := -\frac{1}{\rho_1} \cdot \frac{\text{kg}}{\text{m}^3}
\]

\[
B_{1,2,1} := 1, \quad B_{2,1} := 1, \quad B_{2,2,1} := 1
\]

\[
A_1 = \begin{pmatrix}
1 & 0 & 0 & 0 \\
0 & 6.92 \times 10^{-10} & 0 & 0 \\
0 & 0 & 1 & 0 \\
0 & 3.558 \times 10^{-11} & 0 & -4.762 \times 10^{-12}
\end{pmatrix}
\]

\[
B_1 = \begin{pmatrix}
0 & 0.001 & 0 & 0 \\
1 & 0 & -0.6 & 0 \\
0 & 0 & 0 & -1.266 \times 10^{-4} \\
0 & 0 & 1 & 0
\end{pmatrix}
\]

Pipe 2

\[
A_{2,1} := 1, \quad A_{2,2} := \frac{1}{\rho_2 c_2^2} \cdot \text{Pa}
\]
\[
A_{2,3} := 1, \quad A_{2,4} := -\frac{1}{\rho_2 c_2^2} \cdot \text{Pa}
\]
\[
A_{2,4,2} := \frac{\nu_2}{E_2} \cdot \frac{R_2}{\text{Pa}}
\]

\[
B_{2,1} := 1, \quad B_{2,2,1} := 1, \quad B_{2,2,1} := 1
\]

\[
B_2 = \begin{pmatrix}
0 & 0.001 & 0 & 0 \\
1 & 0 & -0.6 & 0 \\
0 & 0 & 0 & -1.266 \times 10^{-4} \\
0 & 0 & 1 & 0
\end{pmatrix}
\]
Transformation matrix $T$  \(^{(\text{Ref 5, Eq 27})}\)

Pipe 1

\[
\alpha_1 = 17.995
\]

\[
\begin{align*}
\alpha_1 &= \frac{c_1^2 - \lambda_1^2}{\lambda_1^2} \\
\alpha_1 &= \frac{2 \cdot v_1}{\alpha_1} \\
\frac{t_1_{11}}{t_1_{12}} &= \frac{\lambda_1 \sec}{\text{m}} \\
t_1_{13} &= \frac{\frac{2 \cdot v_1}{\alpha_1}}{\frac{\lambda_1 \sec}{\text{m}}} \\
t_1_{14} &= \frac{\frac{c_1^2}{\lambda_1}}{\frac{t_1_{13}}{\frac{\lambda_1 \sec}{\text{m}}}} \\
t_1_{21} &= t_1_{11} \\
t_1_{22} &= -t_1_{12} \\
t_1_{23} &= t_1_{13} \\
t_1_{24} &= -t_1_{14} \\
t_1_{31} &= \frac{c_1^2}{\lambda_1^2} \\
t_1_{32} &= \frac{\frac{2 \cdot v_1}{\alpha_1}}{\frac{\lambda_1 \sec}{\text{m}}} \\
t_1_{33} &= \frac{\frac{c_1^2}{\lambda_1}}{\frac{t_1_{13}}{\frac{\lambda_1 \sec}{\text{m}}}} \\
t_1_{34} &= \frac{\frac{c_1^2}{\lambda_1}}{\frac{t_1_{13}}{\frac{\lambda_1 \sec}{\text{m}}}} \\
t_1_{41} &= t_1_{11} \\
t_1_{42} &= -t_1_{12} \\
t_1_{43} &= t_1_{13} \\
t_1_{44} &= -t_1_{14}
\end{align*}
\]

\[
T_1 = \begin{bmatrix}
t_1_{11} & t_1_{12} & t_1_{13} & t_1_{14} \\
t_1_{21} & t_1_{22} & t_1_{23} & t_1_{24} \\
t_1_{31} & t_1_{32} & t_1_{33} & t_1_{34} \\
t_1_{41} & t_1_{42} & t_1_{43} & t_1_{44}
\end{bmatrix}
= \begin{bmatrix}
1 & 1182.973 & 0.033 & 749.227 \\
1 & -1182.973 & 0.033 & -749.227 \\
-0.054 & -284.327 & 1.033 & 5239.07 \\
-0.054 & 284.327 & 1.033 & -5239.07
\end{bmatrix}
\]

Pipe 2

\[
\alpha_2 = 24.316
\]

\[
\begin{align*}
\alpha_2 &= \frac{c_2^2 - \lambda_2^2}{\lambda_2^2} \\
t_2_{11} &= t_2_{11} \\
t_2_{21} &= -t_2_{22} \\
t_2_{23} &= t_2_{23} \\
t_2_{24} &= -t_2_{24} \\
t_2_{31} &= \frac{c_2^2}{\lambda_2^2} \\
t_2_{32} &= \frac{\frac{2 \cdot v_2}{\alpha_2}}{\frac{\lambda_2 \sec}{\text{m}}} \\
t_2_{33} &= \frac{\frac{c_2^2}{\lambda_2}}{\frac{t_2_{13}}{\frac{\lambda_2 \sec}{\text{m}}}} \\
t_2_{34} &= \frac{\frac{c_2^2}{\lambda_2}}{\frac{t_2_{13}}{\frac{\lambda_2 \sec}{\text{m}}}} \\
t_2_{41} &= t_2_{31} \\
t_2_{42} &= -t_2_{32} \\
t_2_{43} &= t_2_{33} \\
t_2_{44} &= -t_2_{34}
\end{align*}
\]

\[
T_2 = \begin{bmatrix}
t_2_{11} & t_2_{12} & t_2_{13} & t_2_{14} \\
t_2_{21} & t_2_{22} & t_2_{23} & t_2_{24} \\
t_2_{31} & t_2_{32} & t_2_{33} & t_2_{34} \\
t_2_{41} & t_2_{42} & t_2_{43} & t_2_{44}
\end{bmatrix}
= \begin{bmatrix}
1 & 1024.711 & 0.025 & 640.112 \\
1 & -1024.711 & 0.025 & -640.112 \\
-0.082 & -430.905 & 1.049 & 5280.511 \\
-0.082 & 430.905 & 1.049 & -5280.511
\end{bmatrix}
\]
Transformation matrix $S$  (see Ref 5)

Pipe 1

$$S_1 := (T_1 A_1)^{-1}$$

$$S_1 = \begin{bmatrix}
0.499 & 0.499 & -0.016 & -0.016 \\
5.905 \times 10^5 & -5.905 \times 10^5 & -8.444 \times 10^4 & 8.444 \times 10^4 \\
0.026 & 0.026 & 0.483 & 0.483 \\
-2.452 \times 10^5 & 2.452 \times 10^5 & -2.001 \times 10^7 & 2.001 \times 10^7
\end{bmatrix}$$

$$S_1^{-1} = \begin{bmatrix}
1 & 8.453 \times 10^{-7} & 0.033 & -3.568 \times 10^{-9} \\
1 & -8.453 \times 10^{-7} & 0.033 & 3.568 \times 10^{-9} \\
-0.054 & -1.036 \times 10^{-8} & 1.033 & -2.495 \times 10^{-8} \\
-0.054 & 1.036 \times 10^{-8} & 1.033 & 2.495 \times 10^{-8}
\end{bmatrix}$$

$$T_1 A_1 = \begin{bmatrix}
1 & 8.453 \times 10^{-7} & 0.033 & -3.568 \times 10^{-9} \\
1 & -8.453 \times 10^{-7} & 0.033 & 3.568 \times 10^{-9} \\
-0.054 & -1.036 \times 10^{-8} & 1.033 & -2.495 \times 10^{-8} \\
-0.054 & 1.036 \times 10^{-8} & 1.033 & 2.495 \times 10^{-8}
\end{bmatrix}$$

Pipe 2

$$S_2 := (T_2 A_2)^{-1}$$

$$S_2 = \begin{bmatrix}
0.499 & 0.499 & -0.012 & -0.012 \\
5.114 \times 10^5 & -5.114 \times 10^5 & -6.199 \times 10^4 & 6.199 \times 10^4 \\
0.039 & 0.039 & 0.476 & 0.476 \\
-3.143 \times 10^5 & 3.143 \times 10^5 & -1.985 \times 10^7 & 1.985 \times 10^7
\end{bmatrix}$$

$$S_2^{-1} = \begin{bmatrix}
1 & 9.759 \times 10^{-7} & 0.025 & -3.048 \times 10^{-9} \\
1 & -9.759 \times 10^{-7} & 0.025 & 3.048 \times 10^{-9} \\
-0.082 & -1.545 \times 10^{-8} & 1.049 & -2.515 \times 10^{-8} \\
-0.082 & 1.545 \times 10^{-8} & 1.049 & 2.515 \times 10^{-8}
\end{bmatrix}$$

$$T_2 A_2 = \begin{bmatrix}
1 & 9.759 \times 10^{-7} & 0.025 & -3.048 \times 10^{-9} \\
1 & -9.759 \times 10^{-7} & 0.025 & 3.048 \times 10^{-9} \\
-0.082 & -1.545 \times 10^{-8} & 1.049 & -2.515 \times 10^{-8} \\
-0.082 & 1.545 \times 10^{-8} & 1.049 & 2.515 \times 10^{-8}
\end{bmatrix}$$
Check transformation matrix TA

\[
\begin{align*}
\text{TA}_{1,1} & := 1 \\
\text{TA}_{1,3} & := 2 \nu 1 \frac{\lambda_{12}}{c_{12} - \lambda_{12}} \\
\text{TA}_{3,1} & := \frac{\nu 1 R_1}{E_1 e_{11}} \frac{c_{12} \lambda_{13}}{c_{12} - \lambda_{13}} \\
\text{TA}_{3,3} & := \frac{\lambda_{12}}{c_{12} - \lambda_{12}} \\
\text{TA}_{2,1} & := \text{TA}_{1,1} \\
\text{TA}_{2,3} & := \text{TA}_{1,3} \\
\text{TA}_{4,1} & := \text{TA}_{3,1} \\
\text{TA}_{4,3} & := \text{TA}_{3,3}
\end{align*}
\]

\[
\begin{align*}
\text{TA}_{1,2} & = \left( \frac{\lambda_{11}}{\rho_f c_{12}} + \frac{2 \nu 1^2 R_1}{\rho_1 e_{11}} \frac{\lambda_{11}}{c_{12} - \lambda_{12}} \right) \text{Pa sec} \frac{m}{m} \\
\text{TA}_{1,4} & = \left( \frac{\nu 1}{\rho_1} \frac{\lambda_{11}}{c_{12} - \lambda_{12}} \right) \text{Pa sec} \frac{m}{m} \\
\text{TA}_{3,2} & = \left( \frac{\nu 1 R_1}{E_1 e_{11}} \frac{c_{12} \lambda_{13}}{c_{12} - \lambda_{13}} \right) \text{Pa sec} \frac{m}{m} \\
\text{TA}_{3,4} & = \left( \frac{1}{\rho_1} \frac{\lambda_{13}}{c_{12}} \right) \text{Pa sec} \frac{m}{m}
\end{align*}
\]

\[
\text{TA} =
\begin{bmatrix}
1 & 8.453278589750525 \times 10^{-7} & 0.033342330199931 & -3.567746911537571 \times 10^{-9} \\
1 & -8.453278589750525 \times 10^{-7} & 0.033342330199931 & 3.567746911537571 \times 10^{-9} \\
-0.054270454309537 & -1.035879477358777 \times 10^{-8} & 1.032562272585722 & -2.494795393246406 \times 10^{-8} \\
-0.054270454309537 & 0.054270454309537 & 1.032562272585722 & 2.494795393246406 \times 10^{-8}
\end{bmatrix}
\]

\[
\text{TATA} =
\begin{bmatrix}
1 & 8.453278589750523 \times 10^{-7} & 0.033342330199931 & -3.567746911537571 \times 10^{-9} \\
1 & -8.453278589750523 \times 10^{-7} & 0.033342330199931 & 3.567746911537571 \times 10^{-9} \\
-0.054270454309537 & -1.035879477358777 \times 10^{-8} & 1.032562272585722 & -2.494795393246405 \times 10^{-8} \\
-0.054270454309537 & 1.035879477358777 \times 10^{-8} & 1.032562272585722 & 2.494795393246405 \times 10^{-8}
\end{bmatrix}
\]
Algebraic transformation matrix $S_1$ (Eqs 12-15)

\[
\text{denom}1 := 1 - 2 \cdot \nu_1^2 \cdot \frac{\rho_f R_1}{\rho_1 \epsilon e_1} \cdot \frac{c_{12_f}}{c_{12_f} - \lambda_{12_f}} \cdot \frac{\lambda_{12_f}}{c_{12_f} - \lambda_{12_f}} \quad \text{denom}1 = 1.00175243997939
\]

\[
\text{denom}2 := 1 - 2 \cdot \nu_1^2 \cdot \frac{\rho_f R_1}{\rho_1 \epsilon e_1} \cdot \frac{c_{12_f}}{c_{12_f} - \lambda_{12_f}} \cdot \frac{\lambda_{12_f}}{c_{12_f} - \lambda_{12_f}} \quad \text{denom}2 = 1.034371775993411
\]

\[
S_{1,1} := \frac{1}{2} \cdot \frac{1}{\text{denom}1}
\]

\[
S_{1,2} := \frac{\rho_f c_{12_f}}{2 \cdot \lambda_{12_f}} \cdot \frac{1}{\text{denom}2} \cdot \frac{1}{m} \quad \text{Pa} \cdot \text{s}
\]

\[
S_{1,3} := -\nu_1 \cdot \frac{c_{12_f}}{c_{12_f} - \lambda_{12_f}} \cdot \frac{\lambda_{12_f}}{c_{12_f} - \lambda_{12_f}} \cdot \frac{1}{\text{denom}1}
\]

\[
S_{1,4} := \frac{1}{2} \cdot \frac{1}{\text{denom}1}
\]

\[
S_{1,2} := S_{1,1}
\]

\[
S_{1,3} := -S_{1,2}
\]

\[
S_{1,4} := S_{1,3}
\]

\[
S_{1} = \begin{bmatrix}
0.499125312847041 & 0.499125312847041 & -0.016117188700315 & -0.016117188700315 \\
5.90451749043529 \times 10^5 & -5.90451749043529 \times 10^5 & -8.443908505541904 \times 10^4 & 8.443908505541904 \times 10^4 \\
0.02633534000585 & 0.02633534000585 & 0.483385192446691 & 0.483385192446691 \\
-2.451651349287133 \times 10^5 & 2.451651349287133 \times 10^5 & -2.000666323972741 \times 10^7 & 2.000666323972741 \times 10^7 \\
\end{bmatrix}
\]

\[
S_1 - S_1 = \begin{bmatrix}
0 & 0 & 0 & 0 \\
-1.164 \times 10^{-10} & 1.164 \times 10^{-10} & 1.455 \times 10^{-11} & -1.455 \times 10^{-11} \\
0 & 0 & 0 & 0 \\
-3.201 \times 10^{-10} & 3.783 \times 10^{-10} & 3.725 \times 10^{-9} & -3.725 \times 10^{-9} \\
\end{bmatrix}
\]
Algebraic transformation matrix $S_2$  (Eqs 12-15)

\[
den1 := 1 - 2 \nu^2 \frac{\rho_f R_2}{\rho_{\text{ee}}^2 c_{\text{ee}}^2} \frac{c_{\text{22}f}}{c_{22 f}^2 - \lambda_{22 i}} \frac{\lambda_{22 i}}{c_{22 f}^2 - \lambda_{22 i}}
\]
\[
den1 = 1.00191960332544
\]

\[
den2 := 1 - 2 \nu^2 \frac{\rho_f R_2}{\rho_{\text{ee}}^2 c_{\text{ee}}^2} \frac{c_{\text{22}f}}{c_{22 f}^2 - \lambda_{22 i}} \frac{\lambda_{22 i}}{c_{22 f}^2 - \lambda_{22 i}}
\]
\[
den2 = 1.05097381119511
\]

\[
SS_{2,1} := \frac{1}{2} \frac{\rho_f c_{22 i}^2}{\lambda_{22 i}} \frac{1}{den1} \frac{1}{m} \frac{1}{\text{Pa s}}
\]

\[
SS_{2,2} := \frac{\rho_f c_{22 f}}{\lambda_{22 i}} \frac{1}{2 \lambda_{22 i}} \frac{1}{den2} \frac{1}{\text{Pa s}}
\]

\[
SS_{2,3} := -\nu^2 \frac{\rho_f c_{22 f}}{\lambda_{22 i}} \frac{1}{2 \lambda_{22 i}} \frac{1}{den1} \frac{1}{m} \frac{1}{\text{Pa s}}
\]

\[
SS_{2,4} := \nu^2 \frac{R_2}{c_{22 f}^2} \frac{c_{22 f}}{c_{22 f}^2 - \lambda_{22 i}} \frac{1}{2 \lambda_{22 i}} \frac{1}{den1} \frac{1}{m} \frac{1}{\text{Pa s}}
\]

\[
SS_{2,1} := SS_{2,1}
\]

\[
SS_{2,2} := -SS_{2,1}
\]

\[
SS_{2,3} := SS_{2,1}
\]

\[
SS_{2,4} := -SS_{2,1}
\]

\[
SS_2 = \begin{pmatrix}
0.499042037245769 & 0.499042037245769 & -0.011739310302031 & -0.011739310302031 \\
5.113739168000351 \times 10^5 & -5.113739168000351 \times 10^5 & -6.198955497245001 \times 10^4 & -6.198955497245001 \times 10^4 \\
0.038822500394747 & 0.038822500394747 & 0.47574853700892 & 0.47574853700892 \\
-3.142765931134168 \times 10^5 & 3.142765931134168 \times 10^5 & 3.638 \times 10^{-11} & 6.1984634281749191 \times 10^7
\end{pmatrix}
\]

\[
SS_2 = \begin{pmatrix}
0.499042037245769 & 0.499042037245769 & -0.011739310302031 & -0.011739310302031 \\
5.113739168000351 \times 10^5 & -5.113739168000351 \times 10^5 & -6.1989554972449797 \times 10^4 & -6.1989554972449797 \times 10^4 \\
0.038822500394747 & 0.038822500394747 & 0.47574853700892 & 0.47574853700892 \\
-3.14276593113417 \times 10^5 & 3.14276593113417 \times 10^5 & 3.638 \times 10^{-11} & 1.984634281749191 \times 10^7
\end{pmatrix}
\]

\[
SS_2 - S_2 = \begin{pmatrix}
5.821 \times 10^{-11} & -5.821 \times 10^{-11} & 3.638 \times 10^{-11} & 3.638 \times 10^{-11} \\
2.328 \times 10^{-10} & -2.328 \times 10^{-10} & 0 & 0
\end{pmatrix}
\]
Constant initial conditions

Note:
Vectors are made dimensionless through multiplication with the appropriate unit.

Steady-state pressure loss over valve located at \( z = L = L_1 + L_2 \):

\[
\xi_0 := 0 \quad V_2_0 = 1 \text{ m s}^{-1} \quad \text{ud}_2 := 0 \quad \frac{\text{m}}{\text{sec}} \quad V_2_o := V_2_0 - \text{ud}_2
\]

\[
P_2_0 := \xi_0 \frac{1}{2} \rho_f V_2_0 \left| V_2_0 \right| \quad \sigma_2 := \frac{A_2_f}{A_2_t} \cdot P_2_0
\]

Pipe 2

\[
\phi_{2IC} := \begin{pmatrix}
\frac{V_2_0}{\text{sec}} \\
\frac{P_2_0}{\text{Pa}} \\
\frac{\text{ud}_2}{\text{sec}} \\
\sigma_2
\end{pmatrix}
\]

\[
\eta_{2IC} := S_{2IC}^{-1} \phi_{2IC} \quad \eta_{2IC} = \begin{pmatrix} 1 & 1 \\ -0.082 & -0.082 \end{pmatrix} \quad \phi_{2IC} = \begin{pmatrix} 1 \\ 0 \\ 0 \\ 0 \end{pmatrix}
\]

Pipe 1

\[
P_1_0 := P_2_0 \quad \sigma_1 := \frac{A_2_t \sigma_2 + A_1_f P_1_0 - A_2_f P_2_0}{A_1_t}
\]

\[
\phi_{1IC} := \begin{pmatrix}
\frac{V_1_0}{\text{sec}} \\
\frac{P_1_0}{\text{Pa}} \\
\frac{\text{ud}_1}{\text{sec}} \\
\sigma_1
\end{pmatrix}
\]

\[
\eta_{1IC} := S_{1IC}^{-1} \phi_{1IC} \quad \eta_{1IC} = \begin{pmatrix} 1 & 1 \\ -0.054 & -0.054 \end{pmatrix} \quad \phi_{1IC} = \begin{pmatrix} 1 \\ 0 \\ 0 \\ 0 \end{pmatrix}
\]
**Boundary-condition matrices**  
(Table 3, Eq 21)

Note: Matrices are made dimensionless through multiplication with the appropriate unit.

\[
D(t) := \begin{pmatrix}
0 & 1 & 0 & 0 \\
1 & 0 & -1 & 0 \\
0 & 0 & 1 & 0 \\
0 & \frac{A_2}{m^2} & 0 & -\frac{A_2}{m^2}
\end{pmatrix}
\]

**Right-hand-side (excitation or equilibrium) vector**  
(Eq 21)

Note: Vectors are made dimensionless through multiplication with the appropriate unit.

\[
q(t) := \begin{pmatrix}
0 \\
0 \\
0 \\
0
\end{pmatrix}
\]

\[
qc := q(1 \text{ sec})
\]

\[
qc = \begin{pmatrix}
0 \\
0 \\
0 \\
0
\end{pmatrix}
\]

**Matrix DS**

Pipe 1

\[
DS1(t) := D(t) \cdot S1
\]

\[
DS1(1.s) = \begin{pmatrix}
5.905 \times 10^5 & -5.905 \times 10^5 & -8.444 \times 10^4 & 8.444 \times 10^4 \\
0.473 & 0.473 & -0.5 & -0.5 \\
0.026 & 0.026 & 0.483 & 0.483 \\
2.995 \times 10^5 & -2.995 \times 10^5 & 3.626 \times 10^5 & -3.626 \times 10^5
\end{pmatrix}
\]

Pipe 2

\[
DS2(t) := D(t) \cdot S2
\]

\[
DS2(1.s) = \begin{pmatrix}
5.114 \times 10^5 & -5.114 \times 10^5 & -6.199 \times 10^4 & 6.199 \times 10^4 \\
0.46 & 0.46 & -0.487 & -0.487 \\
0.039 & 0.039 & 0.476 & 0.476 \\
2.615 \times 10^5 & -2.615 \times 10^5 & 3.706 \times 10^5 & -3.706 \times 10^5
\end{pmatrix}
\]
Coefficients $\alpha$ and $\beta$  

**Table 4**

**Pipe 1, $z = 0$**

\[
\text{det13}(t) := DS1(t)_{1,1}DS1(t)_{3,3} - DS1(t)_{3,1}DS1(t)_{1,3} \quad \text{det13(1-sec) = } 2.876 \times 10^5
\]

\[
\alpha_{12}(t) := \frac{-\left(DS1(t)_{1,2}DS1(t)_{3,3} - DS1(t)_{1,3}DS1(t)_{3,2}\right)}{\text{det13}(t)} \quad \alpha_{12}(1\text{-sec}) = 0.985
\]

\[
\alpha_{14}(t) := \frac{-\left(DS1(t)_{1,4}DS1(t)_{3,3} - DS1(t)_{1,3}DS1(t)_{3,4}\right)}{\text{det13}(t)} \quad \alpha_{14}(1\text{-sec}) = -0.284
\]

\[
\alpha_{32}(t) := \frac{-\left(DS1(t)_{3,2}DS1(t)_{1,1} - DS1(t)_{3,1}DS1(t)_{1,2}\right)}{\text{det13}(t)} \quad \alpha_{32}(1\text{-sec}) = -0.108
\]

\[
\alpha_{34}(t) := \frac{-\left(DS1(t)_{3,4}DS1(t)_{1,1} - DS1(t)_{3,1}DS1(t)_{1,4}\right)}{\text{det13}(t)} \quad \alpha_{34}(1\text{-sec}) = -0.985
\]

\[
\beta_{11}(t) := \frac{DS1(t)_{3,3}}{\text{det13}(t)} \quad \beta_{11}(1\text{-sec}) = 1.681 \times 10^{-6}
\]

\[
\beta_{13}(t) := \frac{-DS1(t)_{1,3}}{\text{det13}(t)} \quad \beta_{13}(1\text{-sec}) = 0.294
\]

\[
\beta_{31}(t) := \frac{-DS1(t)_{3,1}}{\text{det13}(t)} \quad \beta_{31}(1\text{-sec}) = -9.121 \times 10^{-8}
\]

\[
\beta_{33}(t) := \frac{DS1(t)_{1,1}}{\text{det13}(t)} \quad \beta_{33}(1\text{-sec}) = 2.053
\]

**Pipe 2, $z = L$**

\[
\text{det24}(t) := DS2(t)_{2,2}DS2(t)_{4,4} - DS2(t)_{4,2}DS2(t)_{2,4} \quad \text{det24(1-sec) = } -2.98 \times 10^5
\]

\[
\alpha_{21}(t) := \frac{-\left(DS2(t)_{2,1}DS2(t)_{4,4} - DS2(t)_{2,4}DS2(t)_{4,1}\right)}{\text{det24}(t)} \quad \alpha_{21}(1\text{-sec}) = -0.145
\]

\[
\alpha_{23}(t) := \frac{-\left(DS2(t)_{2,3}DS2(t)_{4,4} - DS2(t)_{2,4}DS2(t)_{4,3}\right)}{\text{det24}(t)} \quad \alpha_{23}(1\text{-sec}) = 1.212
\]

\[
\alpha_{41}(t) := \frac{-\left(DS2(t)_{4,1}DS2(t)_{2,2} - DS2(t)_{4,2}DS2(t)_{2,1}\right)}{\text{det24}(t)} \quad \alpha_{41}(1\text{-sec}) = 0.808
\]

\[
\alpha_{43}(t) := \frac{-\left(DS2(t)_{4,3}DS2(t)_{2,2} - DS2(t)_{4,2}DS2(t)_{2,3}\right)}{\text{det24}(t)} \quad \alpha_{43}(1\text{-sec}) = 0.145
\]

\[
\beta_{22}(t) := \frac{DS2(t)_{4,4}}{\text{det24}(t)} \quad \beta_{22}(1\text{-sec}) = 1.244
\]

\[
\beta_{24}(t) := \frac{-DS2(t)_{2,4}}{\text{det24}(t)} \quad \beta_{24}(1\text{-sec}) = -1.636 \times 10^{-6}
\]

\[
\beta_{42}(t) := \frac{-DS2(t)_{4,2}}{\text{det24}(t)} \quad \beta_{42}(1\text{-sec}) = -0.877
\]

\[
\beta_{44}(t) := \frac{DS2(t)_{2,2}}{\text{det24}(t)} \quad \beta_{44}(1\text{-sec}) = -1.544 \times 10^{-6}
\]
**Constant coefficients $\alpha$ and $\beta$ to speed up the calculation**

**Pipe 1, $z = 0$**

$\alpha_{12c} := \alpha_{12(1\text{-sec})} \quad \alpha_{12c} = 0.985 \quad \beta_{11c} := \beta_{11(1\text{-sec})} \quad \beta_{11c} = 1.681 \times 10^{-6}$

$\alpha_{14c} := \alpha_{14(1\text{-sec})} \quad \alpha_{14c} = -0.284 \quad \beta_{13c} := \beta_{13(1\text{-sec})} \quad \beta_{13c} = 0.294$

$\alpha_{32c} := \alpha_{32(1\text{-sec})} \quad \alpha_{32c} = -0.108 \quad \beta_{31c} := \beta_{31(1\text{-sec})} \quad \beta_{31c} = -9.121 \times 10^{-8}$

$\alpha_{34c} := \alpha_{34(1\text{-sec})} \quad \alpha_{34c} = -0.985 \quad \beta_{33c} := \beta_{33(1\text{-sec})} \quad \beta_{33c} = 2.053$

**Pipe 2, $z = L$**

$\alpha_{21c} := \alpha_{21(1\text{-sec})} \quad \alpha_{21c} = -0.145 \quad \beta_{22c} := \beta_{22(1\text{-sec})} \quad \beta_{22c} = 1.244$

$\alpha_{23c} := \alpha_{23(1\text{-sec})} \quad \alpha_{23c} = 1.212 \quad \beta_{24c} := \beta_{24(1\text{-sec})} \quad \beta_{24c} = -1.636 \times 10^{-6}$

$\alpha_{41c} := \alpha_{41(1\text{-sec})} \quad \alpha_{41c} = 0.808 \quad \beta_{42c} := \beta_{42(1\text{-sec})} \quad \beta_{42c} = -0.877$

$\alpha_{43c} := \alpha_{43(1\text{-sec})} \quad \alpha_{43c} = 0.145 \quad \beta_{44c} := \beta_{44(1\text{-sec})} \quad \beta_{44c} = -1.544 \times 10^{-6}$
Junction-condition matrices and vector  (Eq 18)

Note:
Matrices and vector are made dimensionless through multiplication with the appropriate unit.

\[
\begin{bmatrix}
\frac{A_1f}{m^2} & 0 & -\frac{A_1f}{m^2} & 0 \\
0 & 1 & 0 & 0 \\
0 & 0 & 1 & 0 \\
0 & \frac{A_1f}{m^2} & 0 & -\frac{A_1f}{m^2}
\end{bmatrix}
\]

\[
J_1(t) := \begin{bmatrix}
0.499 & 0 & -0.499 & 0 \\
0 & 1 & 0 & 0 \\
0 & 0 & 1 & 0 \\
0 & 0.499 & 0 & -0.041
\end{bmatrix}
\]

\[
\begin{bmatrix}
\frac{A_2f}{m^2} & 0 & -\frac{A_2f}{m^2} & 0 \\
0 & 1 & 0 & 0 \\
0 & 0 & 1 & 0 \\
0 & \frac{A_2f}{m^2} & 0 & -\frac{A_2f}{m^2}
\end{bmatrix}
\]

\[
J_2(t) := \begin{bmatrix}
0.499 & 0 & -0.499 & 0 \\
0 & 1 & 0 & 0 \\
0 & 0 & 1 & 0 \\
0 & 0.499 & 0 & -0.02
\end{bmatrix}
\]

\[
r(t) := \begin{bmatrix}
0 \\
0 \\
0 \\
0
\end{bmatrix}
\]

Matrix JS

Junction side 1  \[JS_1(t) := J_1(t) \cdot S_1\]  \[JS_1(1:s) = \begin{bmatrix}
0.236 & 0.236 & -0.249 & -0.249 \\
5.905 \times 10^5 & -5.905 \times 10^5 & -8.444 \times 10^4 & 8.444 \times 10^4 \\
0.026 & 0.026 & 0.483 & 0.483 \\
3.046 \times 10^5 & -3.046 \times 10^5 & 7.755 \times 10^5 & -7.755 \times 10^5
\end{bmatrix}\]

Junction side 2  \[JS_2(t) := J_2(t) \cdot S_2\]  \[JS_2(1:s) = \begin{bmatrix}
0.23 & 0.23 & -0.243 & -0.243 \\
5.114 \times 10^5 & -5.114 \times 10^5 & -6.199 \times 10^4 & 6.199 \times 10^4 \\
0.039 & 0.039 & 0.476 & 0.476 \\
2.615 \times 10^5 & -2.615 \times 10^5 & 3.706 \times 10^5 & -3.706 \times 10^5
\end{bmatrix}\]
Matrices and vectors defining 4-equation junction system  (Eq 20)

\[
\text{JSU}(t) := \begin{pmatrix}
-\text{JS2}(t)_{1,1} & \text{JS1}(t)_{1,2} & -\text{JS2}(t)_{1,3} & \text{JS1}(t)_{1,4} \\
-\text{JS2}(t)_{2,1} & \text{JS1}(t)_{2,2} & -\text{JS2}(t)_{2,3} & \text{JS1}(t)_{2,4} \\
-\text{JS2}(t)_{3,1} & \text{JS1}(t)_{3,2} & -\text{JS2}(t)_{3,3} & \text{JS1}(t)_{3,4} \\
-\text{JS2}(t)_{4,1} & \text{JS1}(t)_{4,2} & -\text{JS2}(t)_{4,3} & \text{JS1}(t)_{4,4}
\end{pmatrix}
\]

\[
\text{JSK}(t) := \begin{pmatrix}
-\text{JS1}(t)_{1,1} & \text{JS2}(t)_{1,2} & -\text{JS1}(t)_{1,3} & \text{JS2}(t)_{1,4} \\
-\text{JS1}(t)_{2,1} & \text{JS2}(t)_{2,2} & -\text{JS1}(t)_{2,3} & \text{JS2}(t)_{2,4} \\
-\text{JS1}(t)_{3,1} & \text{JS2}(t)_{3,2} & -\text{JS1}(t)_{3,3} & \text{JS2}(t)_{3,4} \\
-\text{JS1}(t)_{4,1} & \text{JS2}(t)_{4,2} & -\text{JS1}(t)_{4,3} & \text{JS2}(t)_{4,4}
\end{pmatrix}
\]

\[
\text{JS}(t) := \text{JSU}(t)^{-1} \cdot \text{JSK}(t) \quad \text{JS}(1-s) = \begin{pmatrix}
-0.23 & 0.236 & 0.243 & -0.249 \\
-5.114 \times 10^5 & -5.905 \times 10^5 & 6.199 \times 10^4 & 8.444 \times 10^4 \\
-0.039 & 0.026 & -0.476 & 0.483 \\
-2.615 \times 10^5 & -3.046 \times 10^5 & -3.706 \times 10^5 & -7.755 \times 10^4 
\end{pmatrix}
\]

\[
\text{JS}(1-s) = \begin{pmatrix}
1.071 & -0.073 & 0.019 & -0.028 \\
0.072 & 0.928 & 0.03 & -0.022 \\
-0.017 & -0.018 & 1.355 & -0.333 \\
0.011 & 0.006 & 0.334 & 0.655
\end{pmatrix}
\]

\[
\text{JS}(1-s) = 1
\]

Constant coefficients \( \gamma \) and \( \delta \) to speed up the calculation

Junction side 1,  \( z = z_j^- \)  

\[
\begin{align*}
\gamma_{21c} & := \text{JS}(1-s)_{2,1} \\
\gamma_{22c} & := \text{JS}(1-s)_{2,2} \\
\gamma_{23c} & := \text{JS}(1-s)_{2,3} \\
\gamma_{24c} & := \text{JS}(1-s)_{2,4} \\
\delta_2 & := \left( \text{JSU}(1-s)^{-1} \cdot \text{r}(1-s) \right)_2 \\
\end{align*}
\]

\[
\delta_2 = 0
\]

Junction side 2,  \( z = z_j^+ \)  

\[
\begin{align*}
\gamma_{11c} & := \text{JS}(1-s)_{1,1} \\
\gamma_{12c} & := \text{JS}(1-s)_{1,2} \\
\gamma_{13c} & := \text{JS}(1-s)_{1,3} \\
\gamma_{14c} & := \text{JS}(1-s)_{1,4} \\
\delta_1 & := \left( \text{JSU}(1-s)^{-1} \cdot \text{r}(1-s) \right)_1 \\
\end{align*}
\]

\[
\delta_1 = 0
\]
Lengths

\(z_j := L1\)
\(L := L1 + L2\)
\(z_j = 10 \text{ m}\)
\(L = 20 \text{ m}\)

Wave travel times, assuming that \(\lambda_1 = -\lambda_2\) (Table 2)

Pipe 1
\[\Delta t_1 := \frac{L1}{\lambda_1}\]
\[\Delta t_1 = 0.008453 \text{ s}\]
\[\Delta t_2 := \Delta t_1\]

\[\Delta t_3 := \frac{L1}{\lambda_3}\]
\[\Delta t_3 = 0.001909 \text{ s}\]
\[\Delta t_4 := \Delta t_3\]

Pipe 2
\[\Delta t_2 := \frac{L2}{\lambda_2}\]
\[\Delta t_2 = 0.009759 \text{ s}\]
\[\Delta t_3 := \Delta t_2\]

\[\Delta t_4 := \frac{L2}{\lambda_4}\]
\[\Delta t_4 = 0.001894 \text{ s}\]
\[\Delta t_4 := \Delta t_3\]

Recursion "coast to coast" App. A in CASA-09-14

\[\varepsilon := 10^{-15} \text{ s}\]
\[\varepsilon := 10^{-15}\]

\[\eta_{\text{BOUNDARY}}(z, t) := \text{if } t < \varepsilon\]
\[\eta_{1, 1} \leftarrow \eta_{1IC_1}\]
\[\eta_{1, 2} \leftarrow \eta_{1IC_2}\]
\[\eta_{1, 3} \leftarrow \eta_{1IC_3}\]
\[\eta_{1, 4} \leftarrow \eta_{1IC_4}\]
\[\eta_{2, 1} \leftarrow \eta_{2IC_1}\]
\[\eta_{2, 2} \leftarrow \eta_{2IC_2}\]
\[\eta_{2, 3} \leftarrow \eta_{2IC_3}\]
\[\eta_{2, 4} \leftarrow \eta_{2IC_4}\]

\[\text{if } t \geq \varepsilon\]
\[\text{if } z = 0 \text{ m}\]
\[\eta \leftarrow \eta_{\text{BOUNDARY}}(z, t - \Delta t_4)\]
\[\eta_4 \leftarrow \eta_{1, 4}\]
\[\eta \leftarrow \eta_{\text{BOUNDARY}}(z, t - \Delta t_2)\]
\[\eta_2 \leftarrow \eta_{1, 2}\]
\[\eta_{1, 1} \leftarrow \alpha_{12c} \cdot \eta_2 + \alpha_{14c} \cdot \eta_4 + \beta_{11c} \cdot q(t)_1 + \beta_{13c} \cdot q(t)_3\]
\[\eta_{1, 2} \leftarrow \eta_2\]
\[\eta_{1, 3} \leftarrow \alpha_{32c} \cdot \eta_2 + \alpha_{34c} \cdot \eta_4 + \beta_{31c} \cdot q(t)_1 + \beta_{33c} \cdot q(t)_3\]
\[\eta_{1, 4} \leftarrow \eta_4\]

\[\text{if } z = z_j\]
\[
\eta \leftarrow \eta_{\text{BOUNDARY}}(0\cdot m, t - \Delta t_{13}) \\
\eta_3 \leftarrow \eta_{1,3} \\
\eta \leftarrow \eta_{\text{BOUNDARY}}(0\cdot m, t - \Delta t_{11}) \\
\eta_1 \leftarrow \eta_{1,1} \\
\eta \leftarrow \eta_{\text{BOUNDARY}}(L, t - \Delta t_{24}) \\
\eta_4 \leftarrow \eta_{2,4} \\
\eta \leftarrow \eta_{\text{BOUNDARY}}(L, t - \Delta t_{22}) \\
\eta_2 \leftarrow \eta_{2,2} \\
\eta_{1,1} \leftarrow \eta_1 \\
\eta_{1,2} \leftarrow \gamma_{11} c \cdot \eta_1 + \gamma_{22} c \cdot \eta_2 + \gamma_{23} c \cdot \eta_3 + \gamma_{24} c \cdot \eta_4 + \delta_2 \\
\eta_{1,3} \leftarrow \eta_3 \\
\eta_{1,4} \leftarrow \gamma_{41} c \cdot \eta_1 + \gamma_{42} c \cdot \eta_2 + \gamma_{43} c \cdot \eta_3 + \gamma_{44} c \cdot \eta_4 + \delta_4 \\
\eta_{2,1} \leftarrow \gamma_{11} c \cdot \eta_1 + \gamma_{12} c \cdot \eta_2 + \gamma_{13} c \cdot \eta_3 + \gamma_{14} c \cdot \eta_4 + \delta_1 \\
\eta_{2,2} \leftarrow \eta_2 \\
\eta_{2,3} \leftarrow \gamma_{31} c \cdot \eta_1 + \gamma_{32} c \cdot \eta_2 + \gamma_{33} c \cdot \eta_3 + \gamma_{34} c \cdot \eta_4 + \delta_3 \\
\eta_{2,4} \leftarrow \eta_4 \\
\text{if } z = L \\
\eta \leftarrow \eta_{\text{BOUNDARY}}(z_j, t - \Delta t_{23}) \\
\eta_3 \leftarrow \eta_{2,3} \\
\eta \leftarrow \eta_{\text{BOUNDARY}}(z_j, t - \Delta t_{21}) \\
\eta_1 \leftarrow \eta_{2,1} \\
\eta_{2,1} \leftarrow \eta_1 \\
\eta_{2,2} \leftarrow \alpha_{21} c \cdot \eta_1 + \alpha_{23} c \cdot \eta_3 + \beta_{22} c \cdot q(t)_2 + \beta_{24} c \cdot q(t)_4 \\
\eta_{2,3} \leftarrow \eta_3 \\
\eta_{2,4} \leftarrow \alpha_{41} c \cdot \eta_1 + \alpha_{43} c \cdot \eta_3 + \beta_{42} c \cdot q(t)_2 + \beta_{44} c \cdot q(t)_4 \\
\text{return } "z \text{ is not at a boundary}" \text{ otherwise }
\]

**Calculation intervals**

\[ T := 0.04 \text{s} \quad \Delta t := 0.00008 \text{s} \]

\[ N := \text{ceil} \left( \frac{T}{\Delta t} \right) \quad N = 500 \]

\[ i := 1 \ldots N + 1 \quad t_i := (i - 1) \Delta t \]

**Results (in nested arrays)**

first row = pipe 1

second row = pipe 2

\[ \eta_0_i := \left( \eta_{\text{BOUNDARY}}(0 \text{ m}, t_i) \right)^{(1)} \]

\[ \eta_L_i := \left( \eta_{\text{BOUNDARY}}(L, t_i) \right)^{(2)} \]

\[ \eta_{11_i} := \left( \eta_{\text{BOUNDARY}}(z_j, t_i) \right)^{(1)} \quad \eta_{21_i} := \left( \eta_{\text{BOUNDARY}}(z_j, t_i) \right)^{(2)} \]

**Pressures**

\[ P_{0i} := \left( S_1 \cdot \eta_0_i \right)_2 \]

\[ P_{Li} := \left( S_2 \cdot \eta_L_i \right)_2 \]

\[ P_{11_i} := \left( S_1 \cdot \eta_{11_i} \right)_2 \]

\[ P_{21_i} := \left( S_2 \cdot \eta_{21_i} \right)_2 \]

\[ z_j = 10 \text{ m} \]
**Fluid velocities**

\[ V_0 := \{ S_1 \cdot \eta_0 \} \]

\[ V_L := \{ S_2 \cdot \eta_L \} \]

\[ V_0 := \{ S_1 \cdot \eta_0 \} \]

\[ V_L := \{ S_2 \cdot \eta_L \} \]

\[ z_j = 10 \text{m} \]

\[ V_{J_1} := \{ S_1 \cdot \eta_{J_1} \} \]

\[ V_{J_2} := \{ S_2 \cdot \eta_{J_2} \} \]
Axial stresses

\[ \sigma_0_i := (S1 \cdot \eta_0_i)_4 \]

\[ \sigma_L_i := (S2 \cdot \eta_L_i)_4 \]

\[ z_j = 10 \text{ m} \]

\[ \sigma_{J1_i} := (S1 \cdot \eta_{J1_i})_4 \]

\[ \sigma_{J2_i} := (S2 \cdot \eta_{J2_i})_4 \]
Pipe velocities

\[ ud_0 := (S_1 \eta_0)_3 \]

\[ ud_i := (S_2 \eta_L)_3 \]

\[ ud_{J1} := (S_1 \eta_{J1})_3 \]

\[ ud_{J2} := (S_2 \eta_{J2})_3 \]

\( z_j = 10 \text{ m} \)
Results (write to file)

RESV0 := augment\left(\frac{t}{s}, V0\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_V0.prn") := RESV0

RESP0 := augment\left(\frac{t}{s}, P0\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_P0.prn") := RESP0

RESud0 := augment\left(\frac{t}{s}, ud0\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_ud0.prn") := RESud0

RESσ0 := augment\left(\frac{t}{s}, σ0\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_s0.prn") := RESσ0

RESVL := augment\left(\frac{t}{s}, VL\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_VL.prn") := RESVL

RESPL := augment\left(\frac{t}{s}, PL\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_PL.prn") := RESPL

RESudL := augment\left(\frac{t}{s}, udL\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_udL.prn") := RESudL

RESσL := augment\left(\frac{t}{s}, σL\right)

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_sL.prn") := RESσL
RESVJ1 := augment\( \frac{t}{s}, VJ1 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_VJ1.prn") := RESVJ1

RESPJ1 := augment\( \frac{t}{s}, PJ1 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_PJ1.prn") := RESPJ1

RESudJ1 := augment\( \frac{t}{s}, udJ1 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_udJ1.prn") := RESudJ1

RES\( \sigma \)J1 := augment\( \frac{t}{s}, \sigma J1 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_sJ1.prn") := RES\( \sigma \)J1

RESVJ2 := augment\( \frac{t}{s}, VJ2 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_VJ2.prn") := RESVJ2

RESPJ2 := augment\( \frac{t}{s}, PJ2 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_PJ2.prn") := RESPJ2

RESudJ2 := augment\( \frac{t}{s}, udJ2 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_udJ2.prn") := RESudJ2

RES\( \sigma \)J2 := augment\( \frac{t}{s}, \sigma J2 \) 

WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_sJ2.prn") := RES\( \sigma \)J2
Solution in interior points  \((\text{App. A in CASA-09-14})\)

\(\eta_{\text{INTERIOR}}(z, t) := \begin{cases} \text{if } 0 \cdot m < z < z_j, & \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(0 \cdot m, t - \frac{z}{\lambda_1}\right), \\
\eta^1 & \leftarrow \eta_{1, 1}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(z_j, t - \frac{z - z_j}{\lambda_2}\right), \\
\eta^2 & \leftarrow \eta_{1, 2}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(0 \cdot m, t - \frac{z}{\lambda_3}\right), \\
\eta^3 & \leftarrow \eta_{1, 3}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(z_j, t - \frac{z - z_j}{\lambda_4}\right), \\
\eta^4 & \leftarrow \eta_{1, 4}, \\
\eta_{1, 1} & \leftarrow \eta^1, \\
\eta_{1, 2} & \leftarrow \eta^2, \\
\eta_{1, 3} & \leftarrow \eta^3, \\
\eta_{1, 4} & \leftarrow \eta^4, \\
\text{if } z_j < z < L, & \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(z_j, t - \frac{z - z_j}{\lambda_2}\right), \\
\eta^1 & \leftarrow \eta_{2, 1}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(L, t - \frac{z - L}{\lambda_2}\right), \\
\eta^2 & \leftarrow \eta_{2, 2}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(z_j, t - \frac{z - z_j}{\lambda_3}\right), \\
\eta^3 & \leftarrow \eta_{2, 3}, \\
\eta & \leftarrow \eta_{\text{BOUNDARY}} \left(L, t - \frac{z - L}{\lambda_2}\right), \\
\eta^4 & \leftarrow \eta_{2, 4}, \\
\eta_{2, 1} & \leftarrow \eta^1, \\
\eta_{2, 2} & \leftarrow \eta^2, \\
\eta_{2, 3} & \leftarrow \eta^3, \\
\eta_{2, 4} & \leftarrow \eta^4, \\
\text{return } "z \text{ is not an interior point}" & \text{otherwise} \\
\eta & \end{cases} \)
Calculation intervals (repeated) for time history

\[ z := 11.15 \text{ m} \]
\[ T1 := 0 \text{ s} \]
\[ T2 := 0.04 \text{ s} \]
\[ \Delta t2 := \frac{\Delta t}{1} \]
\[ \Delta t2 = 0.000080 \text{ s} \]
\[ Nt := \text{ceil} \left( \frac{T2 - T1}{\Delta t2} \right) \]
\[ Nt = 500 \]
\[ i := 1 \ldots Nt + 1 \]
\[ t2_i := T1 + (i - 1) \cdot \Delta t2 \]

Results (in nested array)
\[ \eta z_i := \begin{cases} 
\eta_{\text{INTERIOR}}(z, t2_i)^{(1)} & \text{if } 0 \text{ m} < z < z_j \\
\eta_{\text{INTERIOR}}(z, t2_i)^{(2)} & \text{if } z_j < z < L \\
\text{return } "z \text{ is not an interior point}" & \text{otherwise}
\end{cases} \]

Pressure
\[ z = 11.15 \text{ m} \]
\[ z_j = 10 \text{ m} \]
\[ Pz_i := \begin{cases} 
(S1 \cdot \eta z_i) & \text{if } 0 \text{ m} < z < z_j \\
(S2 \cdot \eta z_i) & \text{if } z_j < z < L \\
\text{return } "z \text{ is not an interior point}" & \text{otherwise}
\end{cases} \]
Fluid velocity

\[ z = 11.15 \text{ m} \]

\[ Vz_i := \begin{cases} 
(S1 \cdot \eta z_i)_1 & \text{if } 0 \cdot \text{m} < z < z_j \\
(S2 \cdot \eta z_i)_1 & \text{if } z_j < z < L \\
\text{return } "z \text{ is not an interior point}" & \text{otherwise}
\end{cases} \]

Axial stress

\[ z = 11.15 \text{ m} \]

\[ \sigma z_i := \begin{cases} 
(S1 \cdot \eta z_i)_4 & \text{if } 0 \cdot \text{m} < z < z_j \\
(S2 \cdot \eta z_i)_4 & \text{if } z_j < z < L \\
\text{return } "z \text{ is not an interior point}" & \text{otherwise}
\end{cases} \]
Pipe velocity

\[ z = 11.15 \text{ m} \]

\[ u_dz_i := \begin{cases} (S1 \eta z_i)^3 & \text{if } 0 \cdot m < z < z_j \\ (S2 \eta z_i)^3 & \text{if } z_j < z < L \\ \text{return } "z \text{ is not an interior point}" & \text{otherwise} \end{cases} \]

Results (write to file)

\[ \text{PRNPRECISION} = 16 \quad \text{PRNCOLWIDTH} = 32 \]

\[ \text{RESVz} := \text{augment} \left( \frac{t^2}{s}, V_z \right) \]

\[ \text{WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_Vz.prn") := RESVz} \]

\[ \text{RESPz} := \text{augment} \left( \frac{t^2}{s}, P_z \right) \]

\[ \text{WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_Pz.prn") := RESPz} \]

\[ \text{RESudz} := \text{augment} \left( \frac{t^2}{s}, u_dz \right) \]

\[ \text{WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_udz.prn") := RESudz} \]

\[ \text{RES\sigma z} := \text{augment} \left( \frac{t^2}{s}, \sigma z \right) \]

\[ \text{WRITEPRN("d:\winmcad\mcad14\results\CASA-09-14_sz.prn") := RES\sigma z} \]
Calculation intervals for spatial distribution

\[ t := \frac{T}{1} \quad t = 0.04 \text{ s} \]

\[ N_z := 501 \quad \Delta z := \frac{L}{N_z} \quad \Delta z = 0.039920 \text{ m} \]

\[ i := 1 .. N_z - 1 \quad z_i := i \cdot \Delta z \]

Results (in nested array)

\[ \eta_t_i := \begin{cases} 
(\eta_{\text{INTERIOR}}(z_i, t)^{\text{(1)}}) & \text{if } 0 \cdot m < z_i < z_j \\
(\eta_{\text{INTERIOR}}(z_i, t)^{\text{(2)}}) & \text{if } z_j < z_i < L \\
\text{return "z is not an interior point" otherwise} & 
\end{cases} \]

Pressure

\[ t = 0.04 \text{ s} \quad P_t_i := \begin{cases} 
(S_1 \cdot \eta_t_i)^{\text{(1)}} & \text{if } 0 \cdot m < z_i < z_j \\
(S_2 \cdot \eta_t_i)^{\text{(2)}} & \text{if } z_j < z_i < L \\
\text{return "z is not an interior point" otherwise} & 
\end{cases} \]
**Fluid velocity**

\[ t = 0.04 \text{ s} \]

\[ V_{t_1} := \begin{cases} 
(S1 \cdot \eta t_1) & \text{if } 0 \cdot m < z_i < z_j \\
(S2 \cdot \eta t_1) & \text{if } z_j < z_i < L \\
\text{return "z is not an interior point" otherwise}
\end{cases} \]

- \( z_j = 10 \text{ m} \)
- \( L = 20 \text{ m} \)

**Axial stress**

\[ t = 0.04 \text{ s} \]

\[ \sigma_{t_1} := \begin{cases} 
(S1 \cdot \eta t_1) & \text{if } 0 \cdot m < z_i < z_j \\
(S2 \cdot \eta t_1) & \text{if } z_j < z_i < L \\
\text{return "z is not an interior point" otherwise}
\end{cases} \]

- \( z_j = 10 \text{ m} \)
- \( L = 20 \text{ m} \)

---
Pipe velocity

\[ t = 0.04 \text{ s} \]

\[ u_{dt_i} := \begin{cases} 
  S1 \ t_i \eta_i & \text{if } 0 \text{ m} < z_i < z_j \\
  S2 \ t_i \eta_i & \text{if } z_j < z_i < L \\
  \text{return "z is not an interior point" otherwise}
\end{cases} \]

\[ z_j = 10 \text{ m} \]
\[ L = 20 \text{ m} \]

Results (write to file)

\[ \text{PRNPRECISION} = 16 \quad \text{PRNCOLWIDTH} = 32 \]

\[ \text{RESV}_t := \text{augment} \left( \begin{array}{c} z_m \\ V_t \end{array} \right) \]

\( \text{WRITEPRN}("d:\\text{winmcad\\mcad14\\results\\CASA-09-14\\Vt.prn") := \text{RESV}_t \)

\[ \text{RESP}_t := \text{augment} \left( \begin{array}{c} z_m \\ P_t \end{array} \right) \]

\( \text{WRITEPRN}("d:\\text{winmcad\\mcad14\\results\\CASA-09-14\\Pt.prn") := \text{RESP}_t \)

\[ \text{RESudt} := \text{augment} \left( \begin{array}{c} z_m \\ u_{dt} \end{array} \right) \]

\( \text{WRITEPRN}("d:\\text{winmcad\\mcad14\\results\\CASA-09-14\\udt.prn") := \text{RESudt} \)

\[ \text{RES}\sigma_t := \text{augment} \left( \begin{array}{c} z_m \\ \sigma_t \end{array} \right) \]

\( \text{WRITEPRN}("d:\\text{winmcad\\mcad14\\results\\CASA-09-14\\st.prn") := \text{RES}\sigma_t \)
PREVIOUS PUBLICATIONS IN THIS SERIES:

<table>
<thead>
<tr>
<th>Number</th>
<th>Author(s)</th>
<th>Title</th>
<th>Month</th>
</tr>
</thead>
<tbody>
<tr>
<td>09-10</td>
<td>M.E. Hochstenbach</td>
<td>A Jacobi-Davidson type method for the generalized singular value problem</td>
<td>Febr. ’09</td>
</tr>
<tr>
<td>09-11</td>
<td>A.Muntean</td>
<td>Large-time behavior of solutions to a reaction-diffusion system with distributed microstructure</td>
<td>March ’09</td>
</tr>
<tr>
<td>09-12</td>
<td>L.M.J. Florack</td>
<td>Coarse-to-fine partitioning of signals</td>
<td>March ’09</td>
</tr>
<tr>
<td>09-13</td>
<td>J.A.W.M. Groot, C.G. Giannopapa, R.M.M. Mattheij</td>
<td>Numerical optimisation of blowing glass parison shapes</td>
<td>March ’09</td>
</tr>
<tr>
<td>09-14</td>
<td>A.S. Tijsseling</td>
<td>Exact computation of the axial vibration of two coupled liquid-filled pipes</td>
<td>May ’09</td>
</tr>
</tbody>
</table>