Fluid structure interaction in distensible blood vessels: a time-periodic coupling

Citation for published version (APA):

Document status and date:
Published: 01/01/2007

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:
- A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
- The final author version and the galley proof are versions of the publication after peer review.
- The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 01. Jun. 2020
Fluid Structure Interaction in distensible blood vessels: a time-periodic coupling

Bart Beulen, Marcel Rutten and Frans van de Vosse
Department of Biomedical Engineering, Eindhoven University of Technology

Introduction

Background: In clinical practice, ultrasound velocimetry is often used as a non-invasive method to determine flow through arteries. Generally the flow is derived by assessment of centerline velocity and assuming a certain velocity profile, e.g., a Poiseuille or Womersley profile. In-vivo, vessels can be slightly curved causing asymmetric velocity profiles. This results in inaccurate flow assessment.

Computational Fluid Dynamics (CFD) can be a valuable tool to support ultrasound flow measurements and to relate the centerline velocity profile or centerline velocity measurements to volume flow (figure 1). However, for Fluid Structure Interaction (FSI) models for flow through long compliant vessels often problems arise due to coupling problems between solid and fluid problem.

Aim: Develop a coupling method which enables modeling of flow through long compliant vessels.

Model

Fluid and solid model are solved successively for each timestep since the pressure variations due to the flow are an order of magnitude smaller than the pressure wave traveling through the artery. A schematic overview of the coupling methods is presented in figure 2.

In this study, a wave propagation model, based on an approximate velocity profile function[1], is used to provide the 3D FSI model with boundary conditions and an initial axial pressure distribution. Approximate solutions of subsequent time-periods are obtained using the pressure solution of previous time-period as an initial solution. This coupling method is referred to as the time-periodic coupling.

Results

The performance of the coupling methods is compared by performing FSI calculations on a vessel of increasing length-radius ratio, the results are presented in figure 3. The weakly-coupled method is only stable for $L \leq 10r$.

The time-periodic weakly coupled method is applied to a stylized carotid bifurcation geometry (figure 4).

Conclusions

The time-periodic weakly coupled method proves to have better stability than weakly coupled methods based on timestep-wise coupling and is successfully applied to straight, curved and bifurcating geometries, resulting in accurate descriptions of flow fields and pressure distribution.

References:

References: