An InAs/InP(100) QD Waveguide Photodetector for OCT application

Published in:

Published: 01/01/2011

Document Version
Publisher's PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:
• A submitted manuscript is the author's version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher's website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

Citation for published version (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal

Take down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.

Download date: 12. Sep. 2017
An InAs/InP(100) QD Waveguide Photodetector for OCT application

Y. Jiao1,2, B. W. Tilma1, J. Kotani1, R. Nötzel1, M. K. Smit1, E.A.J.M. Bente1
1. COBRA, Eindhoven University of Technology, The Netherlands
2. Centre for Optical and Electromagnetic Research, Zhejiang University, China

The application of the wavelength range of 1600 nm to 1800nm in optical coherent tomography (OCT) is attractive for its deeper penetration through the tissue due to a reduction of scattering [1]. One of the important elements in the OCT setup is the photodetector. The performance of commercial standard InGaAs detectors is limited due to low response for wavelengths above 1600 nm and p-doped InGaAs detectors have a significantly higher noise level. Thus a low noise photodetector working efficiently in this wavelength region is desired. In this contribution, we present our first results on quantum-dot (QD) waveguide photodetectors, which are realized by applying a reverse-bias voltage on a quantum dot semiconductor optical amplifier (QDSOA).

The QDSOA structure is realized in the COBRA active-passive optical integration schemes [2]. The average size of the InAs QDs is tuned to have emission wavelengths around 1700 nm [3]. By applying a reverse-bias voltage on the p-i-n junction, the QDSOA structure can be utilized as a photodetector. Thus no extra fabrication steps for waveguide photodiodes are needed. Moreover, the absorption spectrum of the detector has a good match with the emission band of light source since the same active layer stack is used for both on a single chip.

The dark current levels of the presented 2 µm wide waveguide detectors of four different lengths are shown in Fig. 1(a). As we can see from the figure, the dark currents stay low (<5 nA DC) when the applied reverse voltage is less than -2 V for all four devices. This is promising compared to the p-doped InGaAs detector which has a typical dark current of 5 µA for 300 µm² active area [4]. The dark currents increase rapidly when the bias voltage rises. And it is clear that the dark current increases with device length. Fig. 1(b) shows the photocurrent generated in the 200 µm-long detector when an external laser with 1640 nm wavelength is input using a lensed fibre. The input power to the detector is controlled by an attenuator. The increase of bias voltage will increase the efficiency of the photodetector. The photocurrent generated by weak light input (-43.3 dBm) is still detectable (15 nA @ -2 V bias). The wavelength dependence of the responsivity of the 200 µm-long detector is measured using a tunable laser source and is given in Fig. 1(c).

In conclusion, the QD photodetector using reverse-biased SOA shows good perspective in the application of OCT system. It has much lower dark current than commercial p-doped InGaAs detectors. The spectral responsivity is also an advantage over typical InGaAs detectors.

This work was supported by the China Scholarship Council (CSC).

References
[1] V. M. Kodach, J. Kalkman, D. J. Faber, and T. G. van Leeuwen, "Quantitative comparison of the OCT imaging depth at 1300 nm and 1600 nm" Biomedical Optics Express 1, 176 (2010).