Four-channel integrated-optic wavelength demultiplexer with weak polarization dependence


Document status and date:
Published: 01/01/1991

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:

• A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.
Four-Channel Integrated-Optic Wavelength Demultiplexer With Weak Polarization Dependence

Arjen R. Vellekoop and Meint K. Smit

Abstract—A new planar four-channel wavelength demultiplexer with weak polarization dependence based on an optical-phased array, is proposed and demonstrated. An experimental device with dimensions 4.5 × 3.2 mm² is designed and fabricated, using conventional (high quality) optical lithography. The demultiplexer operates in the wavelength range 776.5-781.2 nm, with a channel spacing of 1.55 nm. Insertion loss was 0.6 dB for the central channels and 1.2 dB for the outer channels for TE polarization, excluding 1.3-dB waveguide propagation loss. Crosstalk values measured 15.4-29.7 dB for the TE and 15.4-22.2 dB for the TM polarization.

I. INTRODUCTION

OPTICAL wavelength division multi demultiplexing (WDM) is reckoned to be a useful technique to increase the transmission capacity of a fiber. The key components in a WDM transmission system are the wavelength multiplexers and demultiplexers, for which loss and crosstalk figures, channel spacing, device size, and polarization dependence are important properties.

Various configurations of planar (de)multiplexers have been accomplished by using optical interference filters [1]-[3], wavelength selective coupling [4]-[6], and optical diffraction gratings [7]-[9]. Verbeek et al. [1] reported a weakly polarization-dependent four-channel Mach-Zehnder demultiplexer (device length 33 mm) with a channel spacing of 7.7 nm, 2.6-dB loss, and 16-dB channel crosstalk. Rottman et al. [4] realized a polarization-independent dual-channel (de)multiplexer with 30-nm channel spacing, 3-dB loss, and 26-40-dB crosstalk, based on two-mode interference (TMI) and with a device length of 12 mm. Imoto et al. [5] proposed and demonstrated a dual-channel directional coupler (de)multiplexer with 100-nm channel spacing, 5-dB loss, and 20-dB crosstalk. The configuration was designed for a specific polarization and had a length of 10 mm. Suhara et al. [7] demonstrated a five-channel demultiplexer for multimode systems with 30-nm channel spacing using a chirped grating. The hybrid component, with dimensions 20 × 13 mm², showed 9.5-dB loss and 21.5-dB crosstalk. Non-planar grating components using GRIN lenses [10], [11] achieve better performance. Such devices, however, need to be assembled with great precision and are therefore less attractive.

In this paper a new four-channel wavelength demultiplexer is reported. The demultiplexer is weakly polarization dependent and has insertion loss and crosstalk figures comparable to the best results reported so far, but with a considerably smaller device size.

II. BASIC PRINCIPLE

Recently a planar optical phased array, consisting of a number of concentrically bent waveguides, with both focusing and dispersive properties was reported [12]. The component had considerable loss, however, evidenced by the occurrence of multiple foci in the focal plane, which is characteristic for phased arrays. The power coupled to higher order beams can be reduced by spacing the individual elements more closely. This can be achieved by providing the array of fan-in and fan-out coupling sections at both ends, as shown in Fig. 1. These coupling sections gradually adapt the in- and outcoming beams to the set of guided modes in the array. To obtain a smooth connection between the concentric section and the coupling section, an adapter section is required.

The phase transfer of the complete phased array (including coupling and adapter sections), can be controlled by choosing the radii R, of the concentric section such, that the total length of each channel equals an integer number of wavelengths. This choice of the phase transfer will transform the divergent incoming beam into a convergent outgoing one with the same angular field distribution, so that the source field at the transmitter side will be reproduced in the focal plane at the receiver side. If the array is designed such that the length of the array channels increases linearly with their rank number, then a small variation of the propagation constant β will result in a linear variation of the phase transfer which will tilt the outgoing beam and thus lead to a lateral shift of the focal position.

Since the propagation constant β in a planar waveguide depends on the polarization as well as the wavelength, the phased array can in principle operate as a polarization splitter as well as a wavelength (de)multiplexer.

The periodic properties of the array function of the phased array have been used to realize a four-channel wavelength demultiplexer with weak polarization dependence.

III. THEORETICAL PROPERTIES OF THE DEMULTIPLEXER

The most important physical properties of the demultiplexer are the dispersive lateral focal displacement d(Δβ), the aberration α(Δβ) (shown in the enlargement of the focal plane in Fig. 1), and the insertion loss Lmax of the outer channels, which depend on the geometrical parameters of the array as derived in [13]

\[
d(\Delta \beta) = f \cdot \Theta(\Delta \beta) = \frac{\Delta \beta}{\beta} \cdot \Psi \left( f + t + \frac{S_0}{2} \right)
\]
DESIGNED SUCH THAT THE FOCAL POINT COINCIDES WITH THE OPTICAL AXIS BETWEEN 775-785 NM, WAS APPLIED TO MEASURE THE DEVICE, THUS TRANSFER WILL BE PERIODIC IN OUTPUT FIELD FOR THE TWO POLARIZATIONS AND THE DEMULTIPLEXER WILL BE ESSENTIALLY POLARIZATION INDEPENDENT. THE PHASED ARRAY IS POLARIZATION DEPENDENT. IF THE DEMULTIPLEXER IS TILTED BY AN ANGLE \( \theta \), ACCORDING TO THE PERIOD OF THE ARRAY FUNCTION, THE PHASE TRANSFER OF THE DEMULTIPLEXER PERFORMANCES FOR BOTH POLARIZATIONS, THE ABERRATION CORRECTION SHOULD BE AVERAGED TO \( \theta \); IS CHOSEN TO BE AT LEAST EQUAL TO THE FOCAL LENGTH, THE MUTUAL COUPLING BETWEEN ADJACENT WAVEGUIDES WILL BECOME NEGIGIBLE. HOWEVER, WITH A VALUE \( t = f = 123 \mu m \), THE CENTER PROPAGATION CONSTANT ANGLE \( \Psi \), AS DETERMINED FROM (1), WILL BE GREATER THAN 180°, WHICH CAN LEAD TO WAVEGUIDE CROSSINGS. FOR \( \Psi \) TO BECOME 180°, \( t \) HAS TO BE CHOSEN 460 \mu m.

THE FIRST PRIORITY IN THE DESIGN CONSIDERATIONS WAS TO DEMONSTRATE THAT THE PhASED ARRAY COULD PERFORM A WAVELENGTH-DEMULTIPLICATING FUNCTION. THE DEMULTIPLEXER WAS THEREFORE DESIGNED FOR TE POLARIZATION. THE POLARIZATION-INDEPENDENCE WAS ACHIEVED BY ADJUSTING THE FOCAL LENGTH ACCORDING TO (6). CONSEQUENTLY, THE ABERRATION CORRECTION OF THE RECEIVER CHANNELS, AS POINTED OUT IN FIG. 1 AND IN (2), ONLY APPLIES TO THE TE POLARIZATION. THE ABERRATION FOR THE TM FIELD IS CONSIDERABLE. BY SUBSTITUTING \( \Delta \beta = \Delta \beta_p = 0.17 \mu m^{-1} \) IN (2), THE aberration \( \Delta r \) TURNS BECOMES \( 18 \mu m \). IN COMPARISON WITH A FOCAL DEPTH OF \( f_2 = \pi \cdot w_0 / \lambda = 5.4 \mu m \), BEING THE DISTANCE FOR WHICH THE BEAM WAIST IS LESS THAN \( w_0 \cdot \sqrt{2} \) (GAUSSIAN APPROXIMATION), IT CAN BE EXPECTED THAT THE DEMULTIPLEXER PROPERTIES FOR TM POLARIZATION WOULD BE WORSE THAN FOR TE POLARIZATION. TO AVERAGE THE DEMULTIPLEXER PERFORMANCES FOR BOTH POLARIZATIONS, THE ABERRATION CORRECTION SHOULD BE AVERAGED TO \( \frac{1}{2} \cdot (\Delta r_p + \Delta r_m) \), SO THAT THE RECEIVER WAVEGUIDES ARE PLACED SUCH THAT THE FOCAL MISMATCH IS EQUAL FOR BOTH POLARIZATIONS. THIS CORRECTION IS NOT IMPLEMENTED FOR THE PRESENT DESIGN. AN EVEN BETTER SOLUTION WOULD BE TO OBTAIN AN ABERRATION-FREE DESIGN. RESEARCH ON THE FEASIBILITY OF SUCH A DESIGN IS CURRENTLY BEING PERFORMED.

Next, coupling of this field into the individual waveguides is computed. The propagation through the array is described by exp \( -\beta_L l \), where \( l \) is the total channel length. At the output plane the field is reconstructed as the sum field of the individual channels from which the two-dimensional diffracted field in the focal plane is calculated (the error made in neglecting coupling effects is cancelled because the same error occurs at the input side). Aberration and truncation effects are inherently accounted for in this simulation.

Fig. 2 depicts the focal field-intensity distribution \( I \) as a function of the dispersion angle \( \Theta \) (pattern c), formed by the product of the angular radiation pattern of the singular waveguides (pattern a), and the array function (pattern b). As can be seen from the picture the field intensity decreases with increasing distance of the receiver to the optical axis. This insertion loss is described by (3).

The power transfer is determined by overlapping the field in the focal plane with the modal fields of the receiver waveguides. Results are shown in Fig. 3 as a function of wavelength. The simulation predicts an insertion loss below 2.5 dB and a crosstalk of \(-40 \text{ dB}\), which is 5 dB higher than the design value due to inclusion of aberration and truncation effects (as a result of the finite aperture width).

As the demultiplexer is designed for a specific wavelength, deviations from the design wavelength (due to production tolerances or thermal effects) will decrease the demultiplexer performance. Variations within \( \pm10\% \) of the relative channel spacing \( \Delta \beta / \beta_0 \) have a negligible effect. With the above values, the acceptable relative propagation constant fluctuation lies within \( \pm10\% \) of 1.7 nm/780 nm, i.e., \( \pm2 \times 10^{-4} \), corresponding to a maximum wavelength fluctuation \( \Delta \lambda \leq 0.17 \text{ nm} \).

### TABLE I

**DESIGN PARAMETERS AND CALLED PROPERTIES OF THE FOUR-CHANNEL WAVELENGTH DEMULTIPLEXER**

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wavelength</td>
<td>( \lambda_0 = 780 \text{ nm} )</td>
</tr>
<tr>
<td>Central propagation constant (TE)</td>
<td>( \beta_0 = 12.46 \text{ ( \mu \text{m}^{-1} )} )</td>
</tr>
<tr>
<td>Propagation constant channel spacing</td>
<td>( \Delta \beta = 0.0274 \text{ ( \mu \text{m}^{-1} )} )</td>
</tr>
<tr>
<td>Difference ( (\beta_{TM} - \beta_{TM}) )</td>
<td>( \Delta \beta_0 = 0.17 \text{ ( \mu \text{m}^{-1} )} )</td>
</tr>
<tr>
<td>1/e beam divergence half angle</td>
<td>( w_0 = 1.34 \mu \text{m} )</td>
</tr>
<tr>
<td>Focal length</td>
<td>( f = 123 \mu \text{m} )</td>
</tr>
<tr>
<td>Central channel radius</td>
<td>( R_0 = 1200 \mu \text{m} )</td>
</tr>
<tr>
<td>Transceiver maximum angle</td>
<td>( \alpha_{max} = 14.0^\circ )</td>
</tr>
<tr>
<td>Number of waveguides</td>
<td>( N_p = 31 )</td>
</tr>
<tr>
<td>Adapter central length</td>
<td>( s_0 = 300 \mu \text{m} )</td>
</tr>
<tr>
<td>Concentric-section sector angle</td>
<td>( \Psi = 177.8^\circ )</td>
</tr>
<tr>
<td>Dispersion angle channels 1, 4</td>
<td>( \Theta_{1,4} = \pm 3.5^\circ )</td>
</tr>
<tr>
<td>Dispersion angle channels 2, 3</td>
<td>( \Theta_{2,3} = \pm 1.16^\circ )</td>
</tr>
<tr>
<td>Displacement channel 1, 4</td>
<td>( d_{1,4} = \pm 2.5 \mu \text{m} )</td>
</tr>
<tr>
<td>Displacement channel 2, 3</td>
<td>( d_{2,3} = \pm 4.5 \mu \text{m} )</td>
</tr>
<tr>
<td>Aberration channel 1, 4</td>
<td>( a_{1,4} = \pm 2.5 \mu \text{m} )</td>
</tr>
<tr>
<td>Aberration channel 2, 3</td>
<td>( a_{2,3} = \pm 1.5 \mu \text{m} )</td>
</tr>
<tr>
<td>Insertion loss channel 1, 4</td>
<td>( L_{1,4} = 2.26 \text{ dB} )</td>
</tr>
<tr>
<td>Insertion loss channel 2, 3</td>
<td>( L_{2,3} = 0.25 \text{ dB} )</td>
</tr>
<tr>
<td>Channel crosstalk</td>
<td>(&lt; -45 \text{ dB} )</td>
</tr>
</tbody>
</table>

Next, coupling of this field into the individual waveguides is computed. The propagation through the array is described by exp \( -\beta_L l \), where \( l \) is the total channel length. At the output plane the field is reconstructed as the sum field of the individual channels from which the two-dimensional diffracted field in the focal plane is calculated (the error made in neglecting coupling effects is cancelled because the same error occurs at the input side). Aberration and truncation effects are inherently accounted for in this simulation.

Fig. 2 depicts the focal field-intensity distribution \( I \) as a function of the dispersion angle \( \Theta \) (pattern c), formed by the product of the angular radiation pattern of the singular waveguides (pattern a), and the array function (pattern b). As can be seen from the picture the field intensity decreases with increasing distance of the receiver to the optical axis. This insertion loss is described by (3).

The power transfer is determined by overlapping the field in the focal plane with the modal fields of the receiver waveguides. Results are shown in Fig. 3 as a function of wavelength. The simulation predicts an insertion loss below 2.5 dB and a crosstalk of \(-40 \text{ dB} \), which is 5 dB higher than the design value due to inclusion of aberration and truncation effects (as a result of the finite aperture width).

As the demultiplexer is designed for a specific wavelength, deviations from the design wavelength (due to production tolerances or thermal effects) will decrease the demultiplexer performance. Variations within \( \pm10\% \) of the relative channel spacing \( \Delta \beta / \beta_0 \) have a negligible effect. With the above values, the acceptable relative propagation constant fluctuation lies within \( \pm10\% \) of 1.7 nm/780 nm, i.e., \( \pm2 \times 10^{-4} \), corresponding to a maximum wavelength fluctuation \( \Delta \lambda \leq 0.17 \text{ nm} \).

V. Fabrication

The experimental demultiplexer was fabricated in an RF sputter deposited 0.25-\( \mu \text{m} \) Al,O,-layer \( n = 1.69 \) waveguide structure on a thermally oxidized silicon substrate, as described in [14], [15]. The lateral waveguide structure in this layer is produced by atom-beam milling a 40-nm step and covering the structure with a sputtered 0.6-\( \mu \text{m} \) SiO,-layer \( n = 1.46 \), so that an embedded ridge guide structure is formed.

The 2-\( \mu \text{m} \) waveguide pattern is obtained by projecting an optical pattern generator (ASET COMBO 250) created chromium mask onto an image reversal resist film (Hoechst 5214 E) with a 4x Canon reduction camera (FPA 141).

A photograph of the chromium mask is shown in Fig. 4. The two bent waveguides at the upper side and the two straight waveguides at the lower side of the phased array, are used as reference channels. By comparison of the simultaneously excited reference channels with the receiver channels, loss and crosstalk values can be determined. The array contains 31 waveguides. Device size is 4.5 \( \times \) 3.2 mm\(^2\).

VI. Results

The experimental device was investigated by coupling light into the device from an AlGaAs semiconductor laser operating around 780 nm with a prism coupler as described in [16]. Input and reference channels were excited simultaneously with a broad beam. Transmission loss was determined by comparing the output intensity to that of the reference channels. Maximum measurement errors, as determined from comparison of identical (straight) waveguides, are within \( \pm0.5 \text{ dB} \). A thermo-electric Peltier module was used to tune the semiconductor laser wavelength between 775 and 785 nm with a temperature coefficient \( \Delta \lambda / \Delta T = 0.25 \text{ nm/K} \). The cleaved endface of the device, indicated in Fig. 1, is projected onto a CCD video camera with a microscope objective. The camera signal is digitized and processed by a computer. Camera observations at different wavelengths are shown in Fig. 5. Fig. 6 shows a horizontal intensity scan over the picture of Fig. 5(b), from which the insertion loss...
Fig. 4. Mask pattern of the demultiplexer. The upper two bent waveguides and the lower two straight waveguides are reference channels.

Fig. 5. Camera observations of the channels at the cleaved end face of the device for the four consecutive channel wavelengths.

Fig. 6. Intensity scan for $\lambda = 778.1$ nm (TE polarization). Estimated insertion loss is 0.6 dB.

can be derived by comparing the intensity from the receiver channel with the best reference channels (the left two reference channels). Referencing to the bent reference waveguides instead of the straight ones eliminates the effect of waveguide losses which can be seen to amount to 1.3 dB. This loss is fully contributable to the additional 8550-$\mu$m length of the curved waveguides, and is in good agreement with the 1.5-dB/cm propagation loss measured in straight waveguides. For the TE polarization the so found insertion loss (excluding waveguide propagation loss) was 0.6 dB for the central channels and 1.2 dB for the outer channels, for the TM polarization the insertion loss measured 2.1 dB for the central and 3.2 dB for the outer channels.

The TE insertion loss for the outer channel is 1 dB lower than the theoretically expected value ((3), Table IiA). This may be explained as follows. The limited resolution of the optical lithography will cause filling in of the interwaveguide gap for small gap widths, as can be seen from the photograph (Fig. 4). Due to this filling in, the actual length of the fan-in section will become shorter than the design value. The actual focal length will increase with the same amount.

In the expression for the lateral focal displacement $d(\Delta \beta)$ (1), the dispersion angle $\Theta(\Delta \beta)$ will reduce with increasing focal length $f$. The right-hand side of the expression will remain unchanged, however, because the total length $f + t$ will be unchanged. With a reduced dispersion angle $\Theta(\Delta \beta)$ the insertion loss $L$ will reduce according to (3).

The length over which the gaps are filled is experimentally determined to be approximately 70 $\mu$m. With a corrected focal length $f = 193$ $\mu$m the actual dispersion angle for the outer channels becomes 2.2°. It then follows from (3) that the maximum insertion loss $L_{\text{max}} = 0.9$ dB. The measured insertion loss of 1.2 dB for the outer channels appears to be in good agreement with this corrected value.

Channel isolation is determined by comparing the intensity of the receiver channels, after removing a 20-dB optical attenuator, to that of the reference channels, and measured 15.4–29.7 dB for the TE polarization and 13.4–22.2 dB for the TM polarization.

Table II lists the values measured for the demultiplexer. The laser wavelength was measured by coupling part of the input beam to a monochromator with ±0.1-nm resolution.
TABLE II
MEASUREMENT RESULTS OF THE DEMULTIPLEXER FOR TE- AND TM-POLARIZATION

<table>
<thead>
<tr>
<th>Channel</th>
<th>Wavelength (nm)</th>
<th>TE transmitted power (dB)</th>
<th>1</th>
<th>2</th>
<th>3</th>
<th>4</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>776.5</td>
<td>-1.2</td>
<td>-19.0</td>
<td>-21.3</td>
<td>-25.7</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>778.1</td>
<td>-19.4</td>
<td>-0.6</td>
<td>-20.0</td>
<td>-20.6</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>779.6</td>
<td>-17.5</td>
<td>-16.2</td>
<td>-0.8</td>
<td>-15.4</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>781.2</td>
<td>-29.7</td>
<td>-21.7</td>
<td>-16.0</td>
<td>-1.2</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Channel</th>
<th>Wavelength (nm)</th>
<th>TM transmitted power (dB)</th>
<th>1</th>
<th>2</th>
<th>3</th>
<th>4</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>776.5</td>
<td>-2.8</td>
<td>-17.0</td>
<td>-21.5</td>
<td>-22.2</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>778.1</td>
<td>-17.6</td>
<td>-2.1</td>
<td>-16.5</td>
<td>-20.0</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>779.6</td>
<td>-20.4</td>
<td>-17.4</td>
<td>-3.2</td>
<td>-15.9</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>781.2</td>
<td>-18.8</td>
<td>-19.1</td>
<td>-13.4</td>
<td>-3.0</td>
<td></td>
</tr>
</tbody>
</table>

The insertion loss and channel isolation for the TM polarization are below the values for TE polarization, due to the large focal aberration occurring for this polarization.

VII. CONCLUSIONS

A novel four-channel wavelength demultiplexer with weak polarization dependence was proposed and demonstrated. The experimental device, realized using conventional high-quality optical lithography, measured an insertion loss (excluding 1.3-dB waveguide propagation loss) of 0.6 dB for the central channels and 1.2 dB for the outer channels for TE polarization, and 2.1 and 3.2 dB, respectively, for TM polarization. Channel isolation was 15.4-29.7 dB for TE and 13.4-22.2 dB for TM polarization, relative to the reference channels. Channel spacing was 1.55 nm. These properties are comparable to the best results reported so far, but realized with a considerably smaller device size.

ACKNOWLEDGMENT

The authors wish to thank J. W. M. van Uffelen and A. H. de Vree for fabricating the devices, and Prof. G. A. Acket and Prof. B. H. Verbeek for comments and helpful suggestions.

REFERENCES


* Arjen R. Vellekoop was born in Noordwijkerhout, the Netherlands, on April 11, 1963. He received his B.S. degree in electrical engineering at the Delft University of Technology, Delft, The Netherlands, in 1981. Since 1986 simultaneously he has studied aerospace engineering. He commenced his master’s thesis research in 1987 concentrating on the realization of a polarization splitter and a wavelength demultiplexer based on an planar optical-phased array.

Meint K. Smit was born in Vlissingen, the Netherlands, on January 5, 1951. He graduated in 1974 in electrical engineering at the Delft University of Technology, Delft, the Netherlands. From 1974 to 1981 he worked in the field of radar remote sensing, firstly as a research assistant at the NIOVARS and since 1976 as a staff member of the Delft University. Since 1981 he has worked in the field of integrated optics with an emphasis on passive optical components on silicon substrates for use in optical communication. Since 1986 he has also been engaged in research on the realization of integrated optical circuits in InGaAsP/InP.