ZrO2 is preferred over TiO2 as support for the Ru-catalyzed hydrogenation of levulinic acid to γ-Valerolactone

*Citation for published version (APA):*

**DOI:**
10.1021/acscatal.6b00730

**Document status and date:**
Published: 01/07/2016

**Document Version:**
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

**Please check the document version of this publication:**
- A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
- The final author version and the galley proof are versions of the publication after peer review.
- The final published version features the final layout of the paper including the volume, issue and page numbers.

**Link to publication**

**General rights**
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

**Take down policy**
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 28. Sep. 2023
ZrO$_2$ Is Preferred over TiO$_2$ as Support for the Ru-Catalyzed Hydrogenation of Levulinic Acid to $\gamma$-Valerolactone

Jamal Ftouni,† Ara Muñoz-Murillo,‡ Andrey Goryachev,‡ Jan P. Hofmann,‡ Emiel J. M. Hensen,§ Li Lu,§ Christopher J. Kiely,§ Pieter C. A. Bruijninckx,*† and Bert M. Weckhuysen*†

†Inorganic Chemistry and Catalysis, Debye Institute for Nanomaterials Science, Utrecht University, Universiteitsweg 99, 3584 CG Utrecht, The Netherlands
‡Laboratory of Inorganic Materials Chemistry, Department of Chemical Engineering and Chemistry, Eindhoven University of Technology, Postbox 513, 5600 MB Eindhoven, The Netherlands
§Department of Materials Science and Engineering, Lehigh University, 5 East Packer Avenue, Bethlehem, Pennsylvania 18015, United States

ABSTRACT: Catalyst stability in the liquid phase under polar conditions, typically required for the catalytic conversion of renewable platform molecules, is a major concern but has been only sparsely studied. Here, the activity, selectivity, and stability of Ru-based catalysts supported on TiO$_2$, ZrO$_2$, and C in the conversion of levulinic acid (LA) to $\gamma$-valerolactone (GVL) has been studied at 30 bar of H$_2$ and 423 K in dioxane as solvent. All catalysts showed excellent yields of GVL when used fresh, but only the Ru/ZrO$_2$ catalyst could maintain these high yields upon multiple recycling. Surprisingly, the widely used Ru/TiO$_2$ catalyst showed quick signs of deactivation already after the first catalytic test. XPS, CO/FT-IR, TGA, AC-STEM, and physiosorption data showed that the partial deactivation is not due to Ru sintering or coking but rather due to reduction of the titania support in combination with partial coverage of the Ru nanoparticles, i.e. due to a detrimental strong metal-support interaction. In contrast, the zirconia support showed no signs of reduction and displayed high morphological and structural stability even after five recycling tests. Remarkably, in the fresh Ru/ZrO$_2$ catalyst, Ru was found to be fully atomically dispersed on the fresh catalyst even at 1 wt % Ru loading, with some genesis of Ru nanoparticles being observed upon recycling. Further studies with the Ru/ZrO$_2$ catalyst showed that dioxane can be readily replaced by more benign solvents, including GVL itself. The addition of water to the reaction mixture was furthermore shown to promote the selective hydrogenation reaction.

KEYWORDS: levulinic acid, catalyst stability, strong metal-support interaction, biomass, single-atom catalysis

1. INTRODUCTION

Many research efforts are currently being devoted to the development of efficient catalytic conversion routes for the production of renewable fuels and chemicals from lignocellulosic biomass. In this respect, the platform molecule $\gamma$-valerolactone (GVL) has attracted much attention, as it can be used in the chemical industry either directly or, after further upgrading, as a fuel additive, food ingredient, nylon intermediate, or renewable solvent. GVL can be obtained by gas- or liquid-phase hydrogenation of levulinic acid (LA) using a suitable metal-based catalyst and a hydrogen source. Most of the literature examples describing liquid-phase LA hydrogenation to GVL make use of molecular hydrogen or liquid hydrogen donors such as formic acid or alcohols such as ethanol, butanol, and isopropyl alcohol. Such liquid-phase LA hydrogenations are typically run in the presence of either an organic or aqueous solvent, but reactions in neat LA have also been reported. In the past few years, many different active phases, including both noble and non-noble metals, were tested for the reduction of LA to GVL, ruthenium-based catalysts have nonetheless emerged as the catalysts of choice, as they are typically the most active and selective. For example, Manzer compared the activity of carbon supported on Ir, Rh, Pd, Ru, Pt, Re, and Ni catalysts and found Ru/C to perform the best. The commercial availability of the latter has further contributed to its extensive use in the literature.

While most of these studies are concerned mainly with activity/selectivity, the third critical parameter of catalyst performance, i.e. stability, has been much less investigated. For Ru/C, the limited number of examples available already shows, however, that stability is an issue and depends strongly on the choice of experimental conditions employed, with the type of solvent used being particularly important. Indeed, Ru/C reuse experiments in ethanol showed a drop in both the selectivity to GVL as well as the LA conversion rate. A similar result was obtained using methanol as a solvent, in which Ru/C...
also showed quick deactivation already upon the first recycling.  

The same was seen by Wettstein et al. using 2-sec-butylphenol as the solvent, with deactivation of the Ru/C catalyst in this case being irreversible, as reactivation under H₂ flow and high temperature did not restore its activity.  

Likewise, also in water, deactivation of Ru/C was observed.  

On the other hand, Upare et al. showed that Ru/C maintained its activity in dioxane under continuous-flow, vapor-phase conditions for 10 days on stream, with these stability tests being performed at full LA conversion, however.  

More generally, it should be noted though that carbon supports would not survive the multiple regeneration cycles required for catalyst reactivation by burning off coke at high temperatures, which makes them after all less suitable for industrial use.  

In general, catalyst performance in LA hydrogenation is greatly influenced by the choice of support, a topic that has recently attracted some attention, but again with more emphasis on activity and selectivity than on stability. As an example of the latter, Lange et al., for example, showed that SiO₂, TiO₂, and ZrO₂ supports retained their structural integrity after exposure to hot levulinic acid, while others, including alumina and silica–alumina, did not. Of these, TiO₂ has attracted the most attention and has emerged as an attractive alternative to carbon as support.  

We previously showed, for example, that Ru/TiO₂ (P25) gave excellent GVL yields both in dioxane as solvent and under more severe conditions including reactions run in neat LA and the LA mimic 2-ethylhexanoic acid.  

Analysis of the spent Ru/TiO₂ catalyst showed the metal phase to be rather stable with very limited sintering and no significant leaching being observed even under the most severe conditions.  

Catalyst reuse was not yet included in these studies. In the work of Al-Shaal et al. Ru catalysts supported on both pure rutile titania (with a low specific surface area) and P25-titania were compared under the same experimental conditions (i.e., T = 298 K) in ethanol or in water/ethanol. No conversion was seen with the pure rutile support, while good LA conversion and excellent GVL selectivity were obtained with TiO₂ (P25).  

More facile substrate adsorption on TiO₂ (P25) or a high Ru dispersion was held responsible for this effect. A more detailed study of the influence of the titania phase was reported by Ruppert et al., who ran the hydrogenation reaction at low temperature (303–343 K) in water. The highest GVL yields were obtained with a 90/10 anatase/rutile titania mixture and with pure rutile, while pure anatase-based catalysts performed much less well. The obtained results were linked to both the electronic properties of the support and the dispersion of Ru particles on the oxide surface.  

Again, the focus in this study was on initial activity and no stability tests were performed.  

The deactivation of metal-based supported catalysts is influenced by many different factors, including the type and the size of the metallic particles and their interaction with the support.  

Stabilization strategies studied for Ru-based catalysts have included improving the metal phase stability by adding another metal to prevent irreversible deactivation by sintering.  

Wettstein et al., for example, showed that addition of Sn to Ru/C led to much improved stability, albeit with reduced activity.  

The same strategy was adopted by Yang et al., who reported on a highly stable Ru–Ni bimetallic catalyst supported on ordered mesoporous carbon which could be recycled up to 15 times in batch reactions using water as solvent.  

Bradén et al. in turn showed a Ru-Re/C catalyst to display improved stability even in the presence of some traces of sulfuric acid, a small amount of which rapidly deactivated the Ru/C monometallic catalyst.  

Recently, we showed that a Ru-Pd nanoalloy supported on titania proved highly active, selective, and stable upon recycling.  

In the work of Al-Shaal et al. Ru-Re/C catalysts were studied on a carbon or silica surface grafted with (mercaptopropyl)-trimethoxysilane or (3-aminopropyl)trimethoxysilane, moieties which served as anchoring agents for the supported Ru nanoparticles. The latter catalyst materials showed improved performance and high stability in the aqueous hydrogenation of LA during multiple recycling tests.  

More extensive, structural studies on support-dependent mechanisms of deactivation are very limited, however. Abdelrahman et al., in one such example, recently reported on such a detailed study using Ru supported on carbon, silica, alumina, and titania, distinguishing irreversible, sintering-related deactivation as well as reversible deactivation, both of which were support dependent.  

In the present study, we report on the effect of the choice of support on the stability of monometallic Ru catalysts. The performance and stability of Ru/TiO₂ (P25) was compared to a benchmark, commercial Ru/C catalyst in the selective reduction of LA into GVL, using dioxane as a solvent. Rather surprisingly, Ru/TiO₂ showed considerable deactivation upon reuse, which could be attributed to reduction of the support and partial coverage of the metal nanoparticles. Ru/ZrO₂, a support which was previously shown to withstand severe liquid-phase conditions well, is shown to be an excellent alternative for this reaction.  

2. EXPERIMENTAL SECTION  

2.1. Materials. All chemicals were used as received without any further purification. For the catalytic testing the following chemicals have been used: levulinic acid (98%), 1,4-dioxane (99+%, containing 0.05% of H₂O), and anhydrous 1,4-dioxane (<99.8%) from Alfa Aesar. Anhydrous THF (unstabilized) was obtained from an MBRAUEN solvent purification system. γ-Valerolactone (99%), γ-hexalactone (<98%), γ-octalactone (<97%), and δ-hexalactone (<98%) were obtained from Sigma-Aldrich. Anisole (99%), used as an internal standard, was purchased from Acros Organics. For the preparation of the catalyst materials the following chemicals have been used: ruthenium(III) nitrosyl nitrate (RuNO(NO₃)₂/Ru 31.3%) was obtained from Alfa Aesar, while the supports TiO₂ (P25) and ZrO₂ (monoclinic) Daiichi Kikken RC-100 were obtained from Degussa. The commercial Ru/C (with an average Ru diameter of 2.5 nm) was obtained from Aldrich and used as received. Technical grade acetone (>99%), used for washing the catalyst, was purchased from Interchema.  

2.2. Catalyst Preparation. Two 1 wt % Ru catalysts supported on TiO₂ (P25) and monoclinic ZrO₂ were prepared using a wet impregnation procedure. First, the supports were crushed and then dried for 2 h at 393 K, after which the support was dispersed in distilled water with stirring (450 rpm) for 30 min. 10 mL of the precursor solution was added to the suspended support dropwise, after which the mixture was allowed to stand for 1 h. After elimination of the water under vacuum at 333 K, the catalyst was dried at 333 K overnight and calcined at 773 K for 3.5 h with a heating ramp of 5 K/min under an N₂ flow of 100 mL/min, followed by its reduction at 723 K for 5 h under an H₂ flow of 80 mL/min.

DOI: 10.1021/acscatal.6b00730
ACS Catal. 2016, 6, 5462–5472

5463
2.3. Catalyst Characterization. Thermal gravimetric analysis (TGA) was performed with a Perkin-Elmer Pyris 1 apparatus. The sample was initially heated to 423 K for 1 h with a temperature ramp of 10 K/min under a 20 mL/min flow of Ar to exclude physisorbed water and acetone, followed by a ramp of 5 K/min to 873 K under a 10 mL/min flow of O2 to burn off any organic deposits formed. N2 physisorption isotherms were recorded to determine surface areas and pore volumes with a Micromeritics Tristar 3000 setup operating at 77 K. The samples were outgassed prior to performing the measurements for 20 h at 573 K under an N2 flow. Surface areas were determined using the Brunauer–Emmett–Teller (BET) theory, while pore volumes (cm3/g) were determined by the BJH method. Samples for examination by scanning transmission electron microscopy (STEM) were prepared by dry dispersing the catalyst powder onto holey carbon supported by a 300 mesh copper TEM grid. Bright field (BF) and high angle annular dark field (HAADF) STEM images were taken using an aberration-corrected JEM ARM 200CF microscope operating at 200 kV. Particle size distribution analysis was performed from the electronmicrographs using ImageJ. The background pressure of the UHV chamber was 2×10−9 mbar. As the C 1s and Ru 3d core level regions overlap, the Ru/TiO2 spectra were calibrated using the well-isolated Ru 3d5/2 peak at 280.0 eV. ZrO2-supported catalysts were calibrated by the reaction temperature and H2 pressure with the commercial, benchmark Ru/C to find suitable standard conditions for the study of the influence of support on performance. As expected and shown before, the catalytic efficiency was found to be highly sensitive to reaction temperature but did not much depend on H2 pressure.22

At 373 K, full LA conversion was only reached after 24 h, while at 323 K less than 20% GVL was obtained after the same time interval. Instead, full conversion and quantitative GVL yields were reached after a convenient 3 h of reaction at 423 K. The results shown in Figure 1a depict the influence of reaction temperature at a fixed H2 pressure of 30 bar. Variation of the H2 pressure from 20 to 40 bar at 423 K had a modest effect, all giving nearly full GVL yields after 3 h. This is in line with the findings of Yan et al., who noted no difference in GVL yields above 12 bar of H2 in reactions run in water.18 Standard reaction conditions were thus set at 423 K, P(H2) = 30 bar, and a fixed molar LA/bulk Ru ratio of 1000. Under these experimental conditions, the performance of the benchmark Ru/C catalyst was compared to that of Ru/TiO2 and Ru/ZrO2 solids, both synthesized by a standard wet-impregnation method. Characterization data for these last two catalysts can be found in Table 1.

The production of GVL as a function of time is shown in Figure 1b for the three catalysts. All three catalysts did show near-quantitative GVL yields after 3 h, with TOFs varying in the order Ru/C (0.53 s−1) > Ru/TiO2 (0.29 s−1) > Ru/ZrO2 (0.24 s−1). Notably, already after the first use, the recovered Ru/TiO2 catalyst was found to have changed color from gray to
dark black. In contrast, the gray Ru/ZrO₂ solid remained visually unchanged after the reaction. This change in color of the Ru/TiO₂ material already pointed at its instability, which was further evidenced upon its recycling. The origin of the darkening is described in detail below (see section 4).

The stability of the Ru/TiO₂, Ru/C, and Ru/ZrO₂ catalysts under the applied batch conditions was assessed by multiple catalyst recycling tests. The solid was recovered after the reaction, simply washed with acetone, dried at 333 K overnight, and used again. Under these conditions, Ru/C showed only a small drop in GVL yield from 96 to 92% upon the fifth reuse (Figure 2). Stability tests at lower conversion (3 h at 373 K) nonetheless showed a clear deactivation of the Ru/C catalyst, with GVL yields dropping from nearly 50% to 20% in the fifth recycling test, still with full GVL selectivity. TEM measurements performed on both the fresh Ru/C and the Ru/C recycled five times (at lower conversion) excluded sintering as the cause of deactivation, as no difference was seen in particle size between the two samples, with averages of 1.7 ± 0.4 and 1.7 ± 0.7 nm, respectively. Physisorption measurements showed some changes in the support, with the surface area dropping from 777 to 674 m²/g after recycling five times and t-plot micropore volume dropping from 0.22 to 0.18 cm³/g.

In sharp contrast, even at high conversion, three runs were already sufficient to show that the Ru/TiO₂ catalyst was considerably less stable, showing a drop of ∼30% in GVL yield. After the fifth recycling, a GVL yield of only 63% was obtained. Ru/ZrO₂, on the other hand, proved to be highly stable and near-quantitative GVL yields were obtained up to the fourth recycling run. The fifth recycling test showed a slight drop, similar to the slight (but more gradual) deactivation noticed for Ru/C at high conversion. This drop in activity could be attributed to the buildup of carbonaceous deposits as shown in Table 1. For Ru/ZrO₂, recycling tests were also performed at lower conversion, again showing stable performance, with the yield actually going up slightly upon the first recycling. A single regeneration attempt by reduction at 723 K of both the Ru/TiO₂ and Ru/ZrO₂ catalysts recycled five times proved inconclusive. Some but not full restoration of the activity was seen for Ru/TiO₂ (78% GVL after regeneration), while regenerated Ru/ZrO₂ showed the same yield as that after five recycle runs.

3.2. Effect of the Solvent. LA hydrogenation reactions are sometimes run neat but are more often carried out on dilution in either water or an organic solvent. The choice of solvent is very important both from an environmental point of view, e.g.

Table 1. Physicochemical Properties of the Fresh and Spent Ru/TiO₂ (Recycled Three Times) and Ru/ZrO₂ (Recycled Five Times) Catalysts under Study

<table>
<thead>
<tr>
<th>sample</th>
<th>BET (m²/g)</th>
<th>total pore volume (cm³/g)</th>
<th>av pore diameter (nm)</th>
<th>Ru diameter (nm)</th>
<th>wt loss (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ru/TiO₂ (fresh)</td>
<td>79</td>
<td>0.22</td>
<td>9.9</td>
<td>2.7 ± 1.1</td>
<td>3</td>
</tr>
<tr>
<td>Ru/TiO₂ (spent)</td>
<td>45</td>
<td>0.36</td>
<td>28.8</td>
<td>2.1 ± 0.7</td>
<td>3</td>
</tr>
<tr>
<td>Ru/ZrO₂ (fresh)</td>
<td>94</td>
<td>0.24</td>
<td>9.2</td>
<td>2.8 ± 0.9</td>
<td>7</td>
</tr>
<tr>
<td>Ru/ZrO₂ (spent)</td>
<td>87</td>
<td>0.22</td>
<td>9.2</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

"Data obtained by the BJH method. "Images obtained using STEM. "Data determined by TGA. "Fully monoatomically dispersed. "Atomic Ru not included in the average particle size. "Samples dried at 573 K prior to analysis.
the solvent typically dominates the footprint of a process, and from an upscaling point of view, as the use of some solvents on an industrial scale may be complicated (e.g., by their toxicity).35 Dioxane, for example, is a very convenient solvent for small-scale catalyst development studies, but its toxicity makes it less suited for larger-scale utilization.

We thus investigated alternatives to dioxane including THF and different bio-based γ- and δ-lactones (Figure 3), including GVL itself under the same standard conditions.36 GVL is being increasingly used as a green solvent in various catalytic conversions, having a high stability in the presence of water or oxygen and a low toxicity and flammability risk.2

The obtained results, presented in Figure 3, show that high GVL yields are obtained with all γ-lactones, including GVL; however, tetrahydrofuran and δ-hexalactone proved less suited and gave lower GVL yields, albeit still with full selectivity. The reduced performance of the last two solvents correlated well with the amount of carbonaceous deposits formed, as assessed by TGA analysis (Figure 3), with 8 and 15% weight loss detected for δ-hexalactone and THF, respectively. The spent catalysts from the runs in dioxane, γ-valerolactone, γ-hexalactone, and γ-octalactone showed much less carbon deposition (≤5%). TOF values were determined for GVL (0.10 s⁻¹), dioxane (0.24 s⁻¹), and γ-octalactone (0.26 s⁻¹), showing some small differences in activity for the selected solvents. The deactivation noted for THF most probably results from THF polymerization into a polyether polyle,47 while the differences seen for the γ- and δ-lactones can be related to the ease of ring opening to the corresponding enolic acids, which might be more prone to coking.

The effect of added water on the performance of the Ru/ZrO₂ catalyst was also investigated, as water can be expected to be carried over from prior biomass pretreatment steps and is likely to influence catalyst performance. Different amounts of added water were tested, and anhydrous dioxane was included for comparison (Figure 4).

The results obtained after 1 h of reaction time clearly show water to have a positive effect on the catalysis, with the addition of 1 wt % already showing an increase in GVL yield of 25%. Yields further increase with the addition of 10 wt % water, resulting in near full conversion already after 1 h. Larger amounts of added water then led to a small drop in activity, as exemplified by the 50 wt % example. Note that in all cases (near) quantitative GVL yields were obtained after 3 h, though. The obtained results are similar to those described recently by Tan et al., who also noted that water promoted the rate of LA hydrogenation and showed it to participate in the reaction.38

Michel et al. investigated the role of water in LA hydrogenation in a combined experimental and DFT study. These studies showed that the capability of Ru to hydrogenate acetone (taken as a model for LA) was strongly enhanced by the presence of a single chemisorbed water molecule.39

4. CATALYST CHARACTERIZATION: INSIGHT INTO STABILITY AND DEACTIVATION

To get more insight into the large differences in catalyst performance, the fresh and spent Ru/TiO₂ (recycled three times) and Ru/ZrO₂ (recycled five times) catalysts were characterized by N₂ physisorption, SEM, XPS, FT-IR after CO adsorption, and STEM. The N₂ physisorption measurements already showed a dramatic difference (Table 1). Indeed, the specific surface area of the Ru/TiO₂ catalyst recycled three times decreased remarkably in comparison to the fresh catalyst, while the pore diameter increased considerably. Importantly, the average diameter of the Ru nanoparticles in Ru/TiO₂ did not change much from the fresh sample (2.7 ± 1.1 nm) to the sample recycled three times (2.1 ± 0.7 nm), as measured by STEM. TGA analysis of the Ru/TiO₂ catalyst recycled three times furthermore showed 3% weight loss, suggesting that carbon deposition is limited. Taken together, these results suggest that the partial deactivation of the Ru/TiO₂ catalyst is not caused by loss of metallic surface area by sintering of Ru particles, nor is it likely the result of deposition of carbonaceous deposits. Instead, the partial deactivation of the catalyst is linked to a modification of the TiO₂ (P25) support.

In stark contrast, the changes in BET surface area and pore volume were found to be very minor for the Ru/ZrO₂ catalyst, showing only a slight decrease even after five recycling tests. TGA analysis showed 7% weight loss after six runs (five recycling tests), and these carbonaceous deposits might be the cause of the slight deactivation seen in Figure 2. SEM images of the Ru/ZrO₂ catalyst (data not shown) further highlight the structural integrity of this catalyst, with the same homogeneous size distribution of a few micrometers (1–3 μm) being observed for both the fresh and spent catalyst.

4.1. XPS Measurements. Further insights into the (lack of) change in catalyst structure were obtained from XPS...
measurements on the fresh and recycled ruthenium catalysts supported on TiO$_2$ (recycled three times) and ZrO$_2$ (recycled five times). The fresh TiO$_2$-supported Ru catalyst contains mostly TiO$_2$ with Ti$^{4+}$ species at the surface (Figure 5a), as indicated by the intense Ti 2p$_{3/2}$ component at 459.0 eV. In addition to the dominant signal of Ti$^{4+}$, a small (12%) contribution of Ti$^{3+}$ (Ti 2p$_{3/2}$ component at 457.6 eV) can also be seen. The peak at 461.0 eV is the Ru 3p$_{3/2}$ signal, which overlaps with the Ti 2p region. The Ti 2p core level spectra of the fresh and spent catalyst are very different. The change in color of the used Ru/TiO$_2$ catalyst that was noted above already pointed at the possibility of (partial) reduction of titania and formation of Ti$^{3+}$ species. The XP spectrum of the used catalyst indeed showed a large increase in the amount of Ti$^{3+}$ after the reaction, as is evident from the Ti 2p$_{3/2}$ peak at 458.0 eV. The reducing conditions during LA hydrogenation thus apparently led to the reduction of a significant amount of Ti$^{4+}$ to Ti$^{3+}$. Titania reduction has been reported to be facilitated by Ru by hydrogen spillover. The Ti$^{3+}$/Ti$^{4+}$ ratio increased by a factor of 10 from the fresh catalyst (0.14) to the spent catalyst (1.3), corresponding with a close to 5-fold increase in Ti$^{3+}$ from 12 to 55%.

The signal of the Ru 3d core levels overlaps with the C 1s core levels (Figure 5b); C 1s spectra of adventitious carbon (AC) species were fitted according to the reported binding energies. This overlap complicated both the analysis of the Ru 3d species as well as the charge correction, for which the C 1s peak of adventitious carbon (sp$^3$-CH, C–C) at 284.8 eV is usually used. The fresh Ru/TiO$_2$ sample contains mostly cationic Ru species (81% of total Ru 3d) as Ru$^{4+}$ and Ru$^{5+}$ with 3d$_{5/2}$ binding energies of 283.6 and 281.3 eV, respectively, as well as metallic Ru$^0$ with a 3d$_{5/2}$ binding energy of 280.0 eV. Note that as the samples were not rigorously kept under an inert atmosphere prior to XPS analysis, some changes in Ru oxidation state might have been induced by catalyst retrieval, handling, and transport. The relevance of the Ru oxidation state quantification is therefore limited and differences between samples should be treated with caution.

In contrast to the reduction of the support observed in the case of Ru/TiO$_2$, the ZrO$_2$ support of the Ru/ZrO$_2$ remained virtually unchanged upon use in the LA hydrogenation reaction (Figure 6a). The Zr 3d core level spectrum (Zr 3d$_{5/2}$ at 181.8 eV) does not show a significant intensity change or new spectral features indicative of reduction following the LA hydrogenation reaction (Figure 6a). In keeping with this, the O 1s feature of fresh catalyst mainly consists of Ti$^{4+}$-O (70%) with a small amount of Ti$^{3+}$-O (10%). In line with the results above, after reduction the O 1s signal shows that part of the TiO$_2$ has been converted to Ti$^{3+}$-O, giving again the same Ti$^{3+}$/Ti$^{4+}$ ratio as obtained from the Ti2p region.

The darkening of the Ru/TiO$_2$ catalyst can thus be attributed to a reduction of the support. Indeed, a reduction method has previously been developed by Chen et al. with the specific purpose of obtaining "black hydrogenated titanium oxide" for use in photocatalysis. The reduction treatment in this particular case aims to enhance solar absorption by introducing disorder at the TiO$_2$ surface. This solid could be obtained via lengthy hydrogenation of TiO$_2$ under an H$_2$ atmosphere at elevated temperature ($P_{H_2}$ = 20 bar, $T$ = 673 K; $t$ ≈ 120 h).
Others have since reported on various alternative methods for titania reduction. The black coloration of TiO$_2$ is considered to be due to the generation of surface disorder and oxygen vacancies upon H$_2$ reduction. Ru/TiO$_2$ is subjected to much milder conditions in our case ($P_{H_2} = 30$ bar, $T = 423$ K, $t = 3$ h), but it is well-known that transition-metal-promoted titania is more easily reduced by hydrogen spillover effects, which allow the H atoms formed by dissociation on the metal surface to migrate to the reducible oxide.

4.2. FT-IR after CO Adsorption. While the origin of the darkening of the TiO$_2$ is thus established, it is less clear how this is associated with the actual partial deactivation of the catalyst. The changes in support and their influence on hydrogenation ability were further investigated with low-temperature FT-IR after CO adsorption (CO/FT-IR) on a fresh Ru/TiO$_2$ sample and the catalyst recycled three times. For comparison, two additional samples were characterized: (i) the fresh bare TiO$_2$ (P2S) support treated by the same calcination and reduction procedures adopted for the synthesis of the fresh Ru/TiO$_2$ catalyst as well as (ii) the reduced and calcined TiO$_2$ (P2S) sample subsequently subjected to the standard conditions of the LA hydrogenation process (e.g., 10 wt % of LA, in dioxane solvent). The fresh titania-only sample had a bluish white color after calcination/reduction, indicating that Ti$^{3+}$ formation already occurs during pretreatment. While temperature-programmed reduction of bare TiO$_2$ (P2S) was reported to show reduction of Ti$^{4+}$ species at temperatures higher than 773 K, the color change of the fresh titania-only sample indicates that reduction can also occur under the present pretreatment conditions: i.e., at a temperature that is at least 100 K lower. The color of the titania-only sample subjected to reaction conditions is yellowish because of the deposition of reaction side products, and therefore its color cannot unfortunately be used as an indicator of the oxidation state of the titania. Figure 7 shows the CO stretching region of the FT-IR spectra for the fresh and spent Ru/TiO$_2$ catalysts as well as for the support-only samples upon CO adsorption at 85 K before and after the catalytic treatment. The spectra for fresh TiO$_2$ (P2S) correspond well to the results reported by Hadjiivanov et al., with CO adsorption being observed on electrophilic four-coordinated Ti$^{4+}$ sites (2210 cm$^{-1}$) and five-coordinated Ti$^{4+}$ sites (2180–2190 cm$^{-1}$). Reduced Ti$^{3+}$ cannot be detected by CO adsorption with FTIR, as CO dissociation cannot occur at the conditions used in the present study.

Figure 6. (a) Zr 3d XP spectra, (b) C1S/Ru 3d XP spectra (AC refers to adventitious carbon), and (c) O 1s XP spectra of the fresh and five-times recycled Ru/ZrO$_2$ catalysts.

Figure 7. FT-IR spectra upon CO adsorption at 85 K on (a) fresh TiO$_2$, (b) fresh Ru/TiO$_2$, (c) spent TiO$_2$, and (d) three-times-recycled Ru/TiO$_2$ (CO stretching region). Note that the Ru$^{5+}$-CO band is not seen in (d).
occurs on such sites even at low temperature. The CO/FT-IR spectra of fresh Ru/TiO₂ (Figure 7b) and fresh TiO₂ (Figure 7a) are very similar. A new broad band centered at 2074 cm⁻¹ is seen for the fresh Ru/TiO₂ catalyst, corresponding to Ru⁺⁺ monocarbonyl species. The spectra of the spent Ru/TiO₂ and spent TiO₂ samples (Figure 7c,d) also look rather similar, with only a difference in the relative amount of γ sites being noted.

Comparison of the spectra of fresh (Figure 7b) and recycled Ru/TiO₂ samples reveals one key difference: the Ru⁺⁺-CO band is absent in the latter. In fact, no Ru carbonyl bands are detected at all. The absence of any such Ru-CO absorption bands on the recycled Ru/TiO₂ catalyst can now be related to the decrease in catalytic activity (Figure 2). This lack of CO-accessible Ru sites could be the consequence of encapsulation of the active Ru particles either by collapse of the TiO₂ structure or as a result of a strong metal–support interaction effect (SMSI). That the former does not occur for the bulk of the support is evidenced by the XRD patterns of both the fresh and three-times recycled Ru/TiO₂ catalysts, which are identical, giving an anatase:rutile ratio of 80:20 for both samples (fresh and spent catalysts).

It should be noted that Di et al. recently also observed a similar reduction of Ti⁺⁺ to Ti⁺ in a Ru/TiO₂ catalyst used for gas-phase CO oxidation. Prereduction of the catalyst with H₂ led to surface reconstruction of the Ru species, as evidenced by HRTEM, with monometallic Ru thought to be responsible for preferential oxidation in their case, as could be seen from CO/FT-IR. Indeed, SMSI effects are known to change the adsorption properties of titania-supported metals exposed to reducing reaction conditions. This phenomenon was first defined by Tauster et al. in 1978 and has since been extensively studied. Typical of SMSI is the “decoration” or (partial) encapsulation of metal active sites by the migration of support-derived species (e.g., highly mobile TiO₂ suboxide species formed under reducing conditions) onto the metal particles’ surface. The SMSI may then either prove advantageous for or detrimental to catalyst activity. For instance, strong metal–support interactions have prevented Ru metal particles from sintering, leading to highly dispersed nanoparticles on the catalyst surface and (usually) to higher activity. Moreover, it has been suggested that partial encapsulation of the active metal by the support might protect the catalyst from deactivation in some cases. On the other hand, a SMSI may negatively affect the performance of the active nanoparticles. For instance, Bonanni et al. attributed the partial loss of catalytic activity in the CO oxidation reaction catalyzed by Pt/TiO₂, to encapsulation of the metal clusters by a reduced TiO₂ layer.

4.3. STEM. The characterization data detailed above suggest that titania species are reduced under the reaction conditions, become mobile, and gradually encapsulate the Ru nanoparticles, leading to loss of activity. Indeed, the XPS results clearly show the extent to which Ti⁺⁺ species are formed and additionally show the total Ru to Ti molar ratio to change from 8% for the fresh catalyst to 4% for the Ru/TiO₂ catalyst recycled three times. Ru leaching, which could cause the same variation in total Ru/Ti molar ratio, is expected, as it was previously shown that even under harsher experimental conditions only a negligible amount of Ru (<0.5%) could leach into the solution with this catalyst. Given the lack of sintering, the change in ratio suggests an increase in the amount of TiO₂ at the surface: i.e., by coverage of the Ru nanoparticles.

That the loss of active Ru surface is the result of encapsulation of the metal nanoparticles by the support through an SMSI effect was confirmed by STEM measurements on the fresh and three-times recycled Ru/TiO₂. The HAADF-STEM images of the fresh Ru/TiO₂ material (Figure 8a) show clear evidence of discrete Ru-containing nanoparticles having a mean size of 2.7 nm (Figure 8e). Atomic resolution images of the TiO₂ support show it to expose distinct surface facet planes that are very clean (Figure 8b,c). Atomic resolution images of the supported Ru particles confirmed them to be metallic Ru with a hexagonally closed packed (hcp) structure typically exposing {101} and {002} type surface facets (Figure 8c,d).

The STEM analysis of the Ru/TiO₂ material recycled three times revealed some definite microstructural changes that correlate well with the drop in catalytic activity, the drop in BET, the observed support reduction, and the loss of active Ru surface area. A population of hcp Ru nanoparticles is still apparent (Figure 9a) with a similar mean particle size of 2.1 nm (Figure 9e). However, on closer inspection, the TiO₂ support has clearly developed a continuous disordered surface layer that varies in thickness between 1 and 3 nm (Figure 9b). This

Figure 8. STEM analysis of the fresh Ru/TiO₂ catalyst: (a) low-magnification HAADF-STEM image showing typical Ru particle size distribution; (b) BF-STEM image of a typical TiO₂ support grain showing “clean” surface facets; (c) BF-STEM image showing a profile view of faceted Ru nanoparticles on the TiO₂; (d) atomic resolution HAADF-STEM image and corresponding fast Fourier transform (FFT) (inset) of an individual metallic hcp Ru particle viewed along [100]; (e) measured Ru particle size distribution as extracted from images such as that shown in Figure 8a.
amorphization of the titania surface is in line with what has been reported for the ‘black hydrogenated titania’ synthesis methods.41,49−51 When viewed in profile, it is apparent that many of the Ru nanoparticles are effectively buried in this thin disordered layer (Figure 9c), which could explain the absence of the Ruδ+−CO band in CO/FT-IR (Figure 7d). It is also interesting to note that a population of sub-nanometer Ru clusters were visible in both the fresh (Figure 8d) and spent (Figure 9d) Ru/TiO2 materials in the HAADF imaging mode. The STEM images of the fresh, once recycled, and five-times recycled Ru/ZrO2 catalysts show that the microstructural features of the ZrO2 support do not change. This is in line with the lack of change seen by N2 physisorption and by XPS. Surprisingly, the fresh Ru/ZrO2 sample showed no evidence of any Ru-containing nanoparticles on examination by bright field (BF) microscopy (Figure 10a,b). However, in the HAADF-STEM imaging mode (Figure 10c,d) Ru atoms dispersed on the ZrO2 support material could be visualized by virtue of the higher atomic number of Ru (Z = 44) in comparison to the atoms making up the support (ZrZr = 40, ZO = 8). The Ru atoms were consistently found to be located on Zr column sites. This is in line with other observations on the location of single atoms on an oxide support.66 Mostly atomically dispersed Ru atoms have been seen for Ru/Al2O3 together with small Ru aggregates, albeit at a 10 times lower weight loading of Ru.57 Previously, it was shown that the dispersion of Ru on an oxide support was found to be independent of the metal salt precursor but did depend on the nature of the oxidic support.58 This would suggest that ZrO2 is responsible for the very high, improved Ru dispersion in our case.

After being recycled for one cycle, the Ru phase of the Ru/ZrO2 material showed some evidence of microstructural evolution, in that the occasional discrete Ru nanoparticle is now detected (Figure 11a,b), although most of the Ru remained in atomically dispersed form. The lattice fringes in some of the particles could be indexed to hcp Ru metal, while others looked to be more disordered in character. A particle size distribution of this rather sparse population of Ru particles showed them to have a mean size of 3.3 nm (Figure 11c). After the fifth reuse, Ru/ZrO2 exhibited many more discrete Ru nanoparticles (Figure 11e), yet a small fraction of atomically dispersed Ru could still be detected on some ZrO2 support grains (Figure 11d). Most of the supported Ru nanoparticles in this sample showed lattice fringe spacings and intersection angles that were consistent with hcp Ru metal. The mean size of this considerably greater population of Ru nanoparticles was measured as 2.8 nm (Figure 11f). The STEM images thus not only confirm that the ZrO2 is stable under the reducing conditions but also reveal some evolution in Ru speciation.

The fact that ZrO2 is not reduced is in line with the work of Eder et al., in which it was shown that higher temperatures (e.g., above 973 K) are needed for ZrO2 reduction.59 This temperature is significantly higher than the reduction temperature needed to reduce TiO2. The lack of any color change shown by the (bare) ZrO2 support upon calcination, reduction,
atomically dispersed Ru on ZrO$_2$ support; (e) representative example
including weight loading and metal precursor, and how the
dispersion of Ru depends on catalyst preparation parameters,
reported.$^{71}$ A study on the dependence of speci-
active single-atom catalysts for hydrogenation have been
reported.

5. CONCLUSIONS
A comparison of the stability of different supported Ru-based
catalysts under typical LA hydrogenation conditions in dioxane
showed Ru/ZrO$_2$ to perform better than Ru/C and Ru/TiO$_2$
with the former catalyst materials displaying high activity,
selectivity, and stability upon repetitive recycling. The Ru/TiO$_2$
catalyst, considered a benchmark catalyst for this reaction,
showed clear deactivation upon recycling. This deactivation first
became apparent visually by the change in color of this catalyst
from gray to dark black. Extensive characterization showed that
the deactivation of the Ru/TiO$_2$ catalyst is mainly due to
instability of the support and not to sintering of the Ru
nanoparticles or fouling. Reduction of the TiO$_2$ support and
capsulation of the Ru nanoparticles as a result of SMI is
thought to be the main cause of catalyst deactivation, as clearly
shown by the combination of STEM and XPS data. In Ru/
ZrO$_2$, the support did not show any microstructural changes,
though some genesis of Ru nanoparticles at the expense of
atomically dispersed Ru atoms was observed. The Ru/ZrO$_2$
catalyst displayed stable GVL yields not only in dioxane but
also in GVL and other lactones (i.e., γ-hexalactone and γ-
octalactone) as more benign solvents. Finally, water was shown
to be advantageous for LA hydrogenation.

■ AUTHOR INFORMATION
Corresponding Authors
*E-mail for P.C.A.B.: p.c.brujinincx@uu.nl.
*E-mail for B.M.W.: b.m.weckhuysen@uu.nl.

Notes
The authors declare the following competing financial interest(s): J.F., P.C.A.B., and B.M.W. declare competing
financial interests as the work described in this publication is part of a patent application (PCT/EP2016/054031).

■ ACKNOWLEDGMENTS
The authors gratefully thank the Smart Mix Program of The Netherlands Ministry of Economic Affairs and The Netherlands
Ministry of Education, Culture and Science within the framework of the CatchBio Program. C.J.K. gratefully acknowledges
depending from the National Science Foundation Major
Research Instrumentation program (GR# MRI/DMR-1040229). We thank Marjan Versluis-Helder, Hans Meeldijk,
and Pasi Paalanen from Utrecht University for technical
support. Dr. Ahmed Addad from UMET-Lille 1 University
(Lille, France) is acknowledged for technical assistance.

■ REFERENCES
(1) Wright, W. R. H.; Palkovits, R. ChemSusChem 2012, 5, 1657−
1667.
2013, 15, 584−595.
(3) Deng, L.; Zhao, Y.; Li, J.; Fu, Y.; Liao, B.; Guo, Q.-X.
ChemSusChem 2010, 3, 1172−1175.
(4) Du, X.-L.; He, L.; Zhao, S.; Liu, Y.-M.; Cao, Y.; He, H.-Y.; Fan, K.
10530.
2013, 3, 10277−10284.
(8) Chia, M.; Dumesic, J. A. Chem. Commun. 2011, 47, 12233−
12235.
(9) Luo, W.; Deka, U.; Beale, A. M.; van Eck, E. R. H.; Brujinincx, P.
2012, 14, 1260−1263.
62.
(12) Yuan, J.; Li, S.-S.; Yu, L.; Liu, Y.-M.; Cao, Y.; He, H.-Y.; Fan, K.
(13) Mai, E. F.; Machado, M. A.; Davies, T. E.; Lopez-Sanchez, J. A.;

Figure 11. (a, b) STEM analysis of the once-recycled Ru/ZrO$_2$
catalyst: (a) a discrete hcp metallic Ru nanoparticle; (b) example of
a more disordered Ru-containing nanoparticle. (c) Measured particle
size distribution of the Ru nanoparticles in the once-recycled catalyst
(note that monatomic Ru has not been included in this count). (d, e)
STEM analysis of the Ru/ZrO$_2$ catalyst recycled five times: (d) atomically dispersed Ru on ZrO$_2$ support; (e) representative example of
a metallic hcp Ru nanoparticle. (f) Measured particle size
distribution of the Ru nanoparticles in the once-recycled catalyst recycled five times (note that monatomic Ru has not been included in this count).