3D field effects in tubular permanent magnet actuators with quasi-Halbach magnetization

Citation for published version (APA):

DOI:
10.1109/CEFC.2010.5481856

Document status and date:
Published: 01/01/2010

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:
• A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.
3D Field Effects in Tubular Permanent Magnet Actuators with quasi-Halbach Magnetization

Koen J. Meessen, Bart L. J. Gysen, Johannes J. H. Paulides, Elena A. Lomonova,
Department of Electrical Engineering, Eindhoven University of Technology
PO Box 513, 5600MB Eindhoven, The Netherlands
k.j.meessen@tue.nl

Abstract—To improve the performance of permanent magnet (PM) machines, quasi-Halbach PM arrays are used to increase the magnetic loading in these machines. In tubular PM actuators, these arrays are often approximated using segmented magnets resulting in a 3D magnetic field effect. This paper describes the results of this segmentation obtained from an analytical model.

I. INTRODUCTION

In literature, several papers describe tubular permanent magnet actuators (TPMAs) with quasi-Halbach magnetization, as shown in Figure 1a, with radial and axial magnetized PMs. However, the radial magnetized ring magnet shown in Figure 1b is difficult to magnetize especially for small radii. Therefore, in practice this PM is often approximated by diametrically magnetized segments as shown in Figure 1c,d. This segmented PM results in a 3D effect; hence, for the exact magnetic fields in the actuator, a 3D analysis is required. To date, papers describing tubular actuators with Halbach magnetization consider the 2D problem with perfect radial magnetized magnets [2]. Figure 2a shows the flux density in the airgap of a TPMA with a diameter of 18 mm where the radial magnetized magnet ring is made of four diametrically magnetized segments as shown in Figure 1c. The radial component of the flux density is dependent on both the axial and the angular position. In [3], the authors presented two analytical 3D models which provide the magnetic field expression for quasi-Halbach arrays. This paper presents results from these new models as well as a comparison between the number of magnets and the effective radial component of the flux density.

II. MODELING

To calculate the magnetic fields, a semi-analytical formulation for the magnetic scalar potential in the 3D cylindrical coordinate system is derived. Although the model is quite complex to derive, it avoids the use of time consuming 3D Finite element analysis (FEA). Using this model, the rms value of the radial component of the flux density in the airgap is calculated. Additionally, a 2D model is obtained to calculate the radial component of the flux density having an ideal ring magnet inside the quasi-Halbach magnet array.

Different topologies, i.e., inner magnet, outer magnet, soft- or non-magnetic core, with several dimensions are investigated and the effect of the approximation is calculated for different numbers of segments. Figure 2b visualizes the effect of the segmentation on the rms value of the radial component of the flux density for a certain geometry.

III. SLOTTED ACTUATORS

The created model describes a slotless TPMA, however the results are also applicable to slotted actuators. A (non-skewed) slotted TPMA has slots in the radial direction over the whole circumference resulting in a field distortion in the radial component of the flux density as function of translation (z). On the other hand, the segmentation of the radial ring PM affects the radial component of the flux density as well however, as a function of the angular position (θ). Hence, the slotted TPMA can be modeled as a slotless actuator with a smaller airgap due to the absence of a coil in the airgap.

IV. REFERENCES