Deformation of thin liquid films by non-homogeneous static surface charge

Citation for published version (APA):

Document status and date:
Published: 01/01/2013

Document Version:
Accepted manuscript including changes made at the peer-review stage

Please check the document version of this publication:
• A submitted manuscript is the version of the article upon submission and before peer-review. There can be important differences between the submitted version and the official published version of record. People interested in the research are advised to contact the author for the final version of the publication, or visit the DOI to the publisher’s website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page numbers.

Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 21. May. 2021
Deformation of thin liquid films by non-homogeneous static surface charge

Christian W.J. Berendsen, Kees (C.J.) Kuijpers, Jos C.H. Zeegers and Anton A. Darhuber

1 Mesoscopic Transport Phenomena Group, Department of Applied Physics, Eindhoven University of Technology, Eindhoven, The Netherlands
Corresponding author: a.a.darhuber@tue.nl

Keywords: thin liquid films, dielectrophoresis, electrostatic surface charge

In high speed roll-to-roll coating processes, static electricity is a topic of concern [1] due to for example dust attraction and risk of spark generation. On the other hand, static charges can be employed to promote wetting in the deposition of coatings [2].


In our experiments, we deposited patterns of static charges by dragging an electrified water droplets in a pre-defined trajectory over a dielectric substrate. We performed two-dimensional characterization of the deposited charge distributions by scanning the substrate with a high-resolution electrostatic voltmeter.

After charge deposition, we applied a thin dielectric liquid film and quantified the deformation of the liquid film due to the electrical forces using interference microscopy. We studied the dielectrophoretic thin film deformation as a function of time and static charge density.

We also performed numerical simulations based on the lubrication approximation [4] and achieve good agreement with the experimental results. Numerically, we also investigated the effect of the width of the static charge distribution patterns and the initial film thickness.

![Fig. 1: (a) Surface charge density distributions on a dielectric substrate generated by dragging water droplets that were kept at different voltages [3]. (b) Deformation of a thin dielectric liquid film on a polymer substrate with a non-homogeneous charge distribution (indicated by the red zone).](image)

This work is part of the research programme ‘Contact Line Control During Wetting and Dewetting’, financially supported by foundation FOM and industrial partners ASML and Océ.

References